
- 4 -

- The selected FS example IS a pomt-to-pomt system.

Antenna Size (m) .33
.66

Antenna Gain (dBi) 39
44

Antenna 3 dB Beamwidth 1.7
(degrees) 1

Antenna Polarization H/V

Receiver Noise Figure 8
(dB)

11

The total assumed FS link budget was defmed as a means to accommodate effects of probable self
(FS) and external (FSS) interference into a victim FS system while maintaining the required system
performance in a rain/atmospheric absorption dominated propagation environment. Based on the
starting condition of a minimum [C + CII] threshold of -149.5 dBW/MHz for BER = 1 x lO-6 and
99.999% availability over a 2.9 km link, a radio interference budget of 2 dB was established by
reducing the assumed link distance to 2.3 km to obtain adequate signal margin to overcome an
assumed level of radio interference from all sources, while maintaining the desired FS system
threshold availability and BER derived from the rain attenuation model set forth above in Section 3.
The resulting 2 dB radio interference margin was then allocated to self (FS) and external (FSS)
interference on a 90% /10% basis respectively. ~ Recommendation ITU-R F.1094-1. This
results in 1.8 dB being allocated to FS self-interference and .2 dB for all FSS interference sources.

Based on the allocated radio interference and attenuation budgets, the [C + C/(I + N)] requirement is
now -147.5 dBW/MHz (-149.5 dBW/MHz + 2 dB = -147.5 dBW/MHz) which will allow the
interference to degrade the desired signal by 2 dB to -149.5 dBW/MHz and still maintain the specified
minimum threshold performance in the rain-dominated propagation environment. The ability to
accommodate rain and other atmospheric attenuation and radio interference separately in a link budget
is considered critical to overall FS performance and availability objectives, given the propagation
environment.

The next step was to determine the interference power levels that would cause .2 dB and 1.8 dB
increase in the C + C/(I + N) threshold.

The resulting threshold interfering power levels for self and FSS interference are:

Self: 1 S -152.4 dBW/MHz for 1.8 dB increase

FSS I S -162.8 dBW/MHz for.2 dB increase
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B. Potential FSS Interference Into FS Receivers

Single Entry Interference. The potential for interference from FSS transmitters to an FS receiver
was evaluated by calculating the total FSS interference power density at a victim FS receiver and
comparing it to the interference budget. A single entry FSS into FS sidelobe coupling event resulting
from the normal assumed operations of the representative NGSO FSS constellation and a
representative victim FS system was evaluated.

For the analysis, the representative NGSO FSS satellite was assumed to be at an elevation of 25°
above the horizon, and emitting a signal with the maximum power flux density allowed in Article 28
of the Radio Regulations (-105 dBW/m2 in a 1 MHz bandwidth). See RR 2578, RR 2582, RR 2583
& RR 2584.

The received interfering signal resulting from this coupling case was assumed to be noiselike, have no
polarization mismatch loss, and to add cumulatively to the noise power in the receiver.

The received interference signal level from the FSS scenario was calculated assuming the power flux
density limits described in RR 2578, the satellite elevation angles above the horizon, and capture area
of the FS antenna utilizing Equation 3. The gain of the FS antenna was determined utilizing the
maximum elevation angle, given reasonable deployment assumptions, corresponding to the 2.3 km
link presented in Section 4 (8°).

IFSS = Pd + GR - 20 Log f + 38.5 Equation 3

FSS interfering signal power
FSS power flux density at angles ~ 25° (-105 dBW/m2 in a 1 MHz
bandwidth)
FS receiver antenna gain, 12 dBi
FS frequency, 40 GHz

Based on Equation 3, the received FSS interference power at the FS receiver is computed to be 146.5
dBW/MHz.

The worst case situation for FS receiver interference susceptibility occurs when the FS signal is fully
faded due to rain attenuation. This is the condition reflected in the link budget presented above. For
the purposes of this analysis, it was assumed that the FSS signal was also faded. The FSS signal was
reduced by 6.8 dB to account for fading due to rain attenuation as assumed in the representative
NGSO system proposal. The resulting FSS interfering power level at the FS receiver was computed
to be 153.3 dBW/MHz after accounting for bandwidth, and fading factors.

The radio interference budget for a fully faded FS signal allows the FSS interference to be
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-162.8 dBW/MHz for no impact. The FSS single entry case exceeds this threshold by 9.5 dB, which
in tum reduces the available C + C/(I+ N) from -149.5 dBW/MHz to 148.0 dBW/MHz. This will
have the effect of increasing the BER of the modeled FS link under heavy rain-faded conditions.
Under unfaded conditions on the FSS path, the interfering FSS signal will reduce the available FS
fade margin from 49.7 dB to 48.2 dB, and thus reduce the availability of the FS link. It should be
noted that the degradation of FS link margins resulting from FSS downlink interference will be
mitigated by increases in link margin that result from shorter FS path lengths.

Multiple Entry Interference. Multiple entry FSS space-to-Earth mainbeam-to-sidelobe interference
events into a victim FS receiver are readily probable in the case of a single representative interfering
NGSO FSS constellation. For the representative NGSa FSS single constellation configuration,
multiple entry interference can be modeled by assuming up to three FS sidelobe coupled interfering
mainbeam FSS signals entering the FS antenna from an elevation of 22° above the horizon.
According to a representative NGSO FSS system proposal, most of CONUS will see two satellites all
of the time, and a portion of CONUS will see three satellites up to 75% of the time.

The likelihood of multiple entry FSS into FS interference events also increases substantially when two
co-channel NGSO FSS constellations are assumed. This assumption can be based on a satellite
diversity FSS to FSS network sharing scheme to effectuate co-channel operations by the subject
NGSO FSS constellations. Such a two constellation NGSO FSS model was proposed by the
proponent of the representative NGSO FSS system. The resulting multiple entry interference scenario
could involve upwards of 130 NGSO FSS satellites. Thus, it can be assumed that up to six FSS
mainbeam into FS sidelobe cases could occur simultaneously.

Interference levels for the single representative NGSO FSS constellation multiple entry case could be
3 - 5 dB higher than the single entry case.

The predicted interference power from the two NGSO FSS constellation multiple entry scenario will
result from up to six FS sidelobe coupled signals, and, thus, will present at least a 3 dB worse
interference condition than the single constellation case.

C. FS Interference Into FSS Earth Station Receivers

Based on the system deployment model indicated for NGSO FSS networks, NGSO FSS earth station
receivers are likely to be deployed to address many of the same service applications and, often, in
many of the same locations that FS systems are utilized. Since the desired locations of many FS
systems are, by defmition, flexible and unpredictable prior to actual deployment, and the desired
locations of the FSS earth station receivers are often likely not to be known in advance, potential
interference from an FS transmitter to an FSS earth station receiver was evaluated by computing a
required distance separation for several coupling conditions. The coupling conditions that were
evaluated were FS sidelobe-to-FSS mainbeam, FS mainbeam-to-FSS sidelobe, and FS sidelobe-to-FSS
sidelobe paths. In addition, two FSS sidelobe antenna gain levels were evaluated. The first ("SIL-l")
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corresponds to the level presented in a representative NGSO system, and the second (IS/L-2")
corresponds to a low sidelobe level implementation of the same antenna.

The pertinent FSS earth station receiver characteristics that were used for this analysis are listed in
Table 2. These characteristics were obtained from the representative NGSO FSS system proposal
used for the FSS into FS interference study. The selected representative DS-3 FS transmitter
characteristics are listed in Table 1.

Table 2
REPRESENTATIVE PROPOSED NGSO FSS SPACE-TO-

EARTH CHARACTERISTICS

Frequency Range (GHz) 37.5 - 40.5

Antenna Gain (dBi) M/B: 54.4
S/L-1: -1.5
S/L-2: -4.5

Receiver Thermal Noise -201.6
Level (dBW1Hz)

Required IofNo (dB) -10.5

The required propagation path loss (LR) and corresponding distance separation (d) between an FS
transmitter and NGSO FSS earth station receiver for the three coupling cases was determined using
Equations 4 and 5.

Equation 4

where PT = FS transmitter power, -92 dBW/Hz
GT = FS antenna gain in direction of FSS receiver, dBi
GR = FSS receiver antenna gain in direction of FS transmitter, dBi
IJNo =FSS Receiver degradation criteria, -10.5 dB
No = FSS Receiver thermal noise level, -201.6 dBWIHz

LR = 20 Log(t) + 20 Log(d) + A(d) - 27.6

where f = FS frequency, 40 GHz
d = Required distance separation (meters)
A = Atmospheric absorption (H20, OJ, .00015 dB/m

Equation 5
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As a worst case scenario the FS signal was assumed to not be faded for the calculations and the FSS
space-to-Earth transmission path was assumed to be fully faded. This is reflected in the FSS space-to­
Earth maximum interference power threshold in Table 3. The signals were also assumed to be co­
polarized. The results of the application of Equations 4 and 5 are shown in Table 3 for the three
coupling cases cited above.

- Measured value at 30 off-aXiS angle

Table 3
RESULTS OF FS TO FSS REQUIRED DISTANCE SEPARATION

CALCULATIONS

Antenna FS FSS Receiver Required Required
Coupling Transmitter Antenna Gain Loss (LR) Distance

Antenna Gain (GR) (dBi) (dB) Separation (d)
(GT) (dBi)

FS M/B to 44 S/L-1: -1.5 S/L-1: 162.6 S/L-1: 40.4 km
FSS S/L S/L-2: -4.5 S/L-2: 159.6 S/L-2: 32.5 km

FS S/L to FSS 41' 54.4 178.6 96.6 km
M/B

FS S/L to FSS 41' S/L-1: -1.5 S/L-1: 122.6 S/L-1: 800 m
S/L S/L-2: -4.5 S/L-2: 119.6 S/L-2: 570 m

II 0

D. FS Multiple Entry Interference Into FSS Earth Station Receivers

The single-entry FS OS-3 link that was chosen for purposes of this study is an optimistic test case for
the analysis of FS interference into FSS earth station receivers. Higher spectral densities produced by
FS DS-1 systems with a transmitter power of 17 dBm in a 5 MHz bandwidth are likely to cause
higher levels of interference into FSS receivers at greater distances than the level of interference
produced by an FS OS-3 transmitter. Under current FS operational scenarios, there can be a very
large number of OS-l and OS-3 data rate links operating simultaneously at random locations and
pointing angles within a given geographic area. Thus. multiple entry FS interference into FSS
receivers is quite likely and will couple more interference power, at more antenna pointing angles into
the victim FSS receivers. The effect of this will be to extend the period of time that an FSS receiver
will experience degradation as it tracks satellites across the sky, making sharing extremely difficult.
It is anticipated that higher data rate FS systems using more complex modulation schemes and
substantially higher e.i.r.p. (up to 55 dBW e.i.r.p.) than current systems will be deployed at a rapid
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pace in the near future. These developments will only serve to make FS/FSS sharing even more
difficult.

4. SHARING BE1WEEN FS AND FSS EARTH-TO-SPACE OPERATIONS

A. Representative FS and FSS System Parameters

The parameters used for the selected representative 47.2 -50.2 GHz FS and FSS systems are shown
below in Tables 4 & 5.

- The selected FS example IS a pomt-to-pomt system.

Table 4
CHARACTERISTICS OF REPRESENTATIVE

47.2 - 50.2 GHz DS-I FS SYSTEM~

Data Rate/Capacity DS-l

Frequency Range (GHz) 47.2 - 50.2

Modulation Type 2FSK

Necessary Bandwidth (MHz) 5

Transmitter Power (dBM) 19

Transmit e.i.r.p. (dBW) 35

e.i.r.p. density 28.01 dBW/MHz
-31.99 dBW/Hz

Receiver Sensitivity (dBW) -122
(BER 1 x 10"6)

Antenna Size (m) .66

Antenna Gain (dBi) 46

Antenna 3 dB Beamwidth 0.7
(degrees)

Antenna Polarization H/V

Receiver Noise Figure (dB) 11
If
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Table 5
REPRESENTATIVE PROPOSED NGSO FSS

EARTH-TO-SPACE CHARACTERISTICS

Frequency Range 47.2 - 50.2 GHz

Main Beam Gain 49.3
(dBi)

Sidelobe Gain (dBi) G = 32.25 log ()

Data Rate (Mbps) 10.24

Modulation type QPSK

Necessary bandwidth 10.24
(MHz)

Transmit Power 1.26
(dBW)

Transmit e.Lr.p. 50.6
(dBW)

Antenna polarization circular

Receiver Thermal -201.6
Noise Level
(dBW/Hz)

Required IoINo (dB) -13 dB

B. FS Interference Into FSS Space Station Receivers

Using the representative DS-1 FS parameters, it can be observed that harmful interference will only
be experienced when an NGSO FSS space station passes within, or close to, the FS transmitter main
beam. With the assumed representative FS e.Lr.p. level of 35 dBW, and a resulting e.Lr.p spectral
density of 28.01 dBW/MHz, when the FS station transmits at an angle of 22° above the horizon, the
JofNo =-0.17 dB. This is approximately 13 dB above the interference threshold of JofNo =- 13 dB.
This result is based on the computed distance to the victim satellite space station receiver of 2585.5
km with a combined path loss and atmospheric absorption of - 208.27 dB.

It should be noted that the representative DS-1 FS system, which is typical of types now in service.
has a receiver input threshold level of -122 dBW, while upcoming 16 QAM and 256 QAM FS
systems require -106 and -94 dBW respectively (Le., an increase in 16 and 28 dB respectively). It
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can therefore be seen that FS e.i.r.p. levels will of necessity be required to move towards the 55
dBW maximum value in order to provide satisfactory long term performance.

When comparing the representative peak e.i.r.p. density of 28.01 dBW/MHz with a recently proposed
limit of 51-11(0-15)/2, (at 22 0 this is 12.5 dBW/MHz) the difference of 15.5 dB, which is the amount
of e.i.r.p. reduction that is being proposed for the FS. However, if the proposed e.i.r.p. limit is
imposed on the FS, besides having a deleterious impact on long term system performance and
development, it will also cause the FS system to become more susceptible to FSS earth station
interference.

C. FSS Earth Station Interference Into FS Receivers

For purposes of analyzing potential FSS earth station interference into FS receivers, it is assumed that
the worst case interference into the FS network occurs when the FSS earth station is transmitting
towards a space station at its minimum 220 working elevation angle. This would be the condition
under which the maximum sidelobe interference would be encountered. An example case is evaluated
below.

FSS Transmitting Parameters At 00

Sidelobe gain at 22 0 off main beam - 1.56 dBi

Sidelobe e.i.r.p. - 0.3 dBW

Sidelobe spectral density - lOA dBW/MHz
- 70.4dBW/Hz

FS Receive Parameters

Rx noise figure

System Noise Temperature

No =

Off boresight angle

Antenna diameter

Antenna gain (dBi)

11 dB

3660 K

-192.98

.66

46.0 dBi

-205.98 dBW/Hz

-13.0 dB
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Path Parameters

Path loss

Absorption

Attenuation

Required separation distance
from NGSO earth station

181.58 dB

21.8 dB

159.8 dB

54.6 km radius

s. INTERFERENCE MITIGATION TECHNIQUES

Following is a discussion of possible techniques that may be considered as methods to mitigate
interference into FSS earth station receivers from FS operations.

Automatic Transmitter Power Control. FS automatic transmitter power control ("ATPC") has been
suggested as a means to facilitate sharing with FSS earth station receivers. This method would entail
reducing the FS e.i.r.p. by an amount corresponding to some portion of the signal margin designed
into the FS link budget to overcome fading due to rain attenuation. ATPC could be effective during
periods when the fade margin is not required to reduce somewhat the required distance separation
between FS transmitters and FSS receivers. However, rain-induced attenuation will often not be
correlated with respect to FS interferers and both FS and FSS victim receiving stations, rendering
ATPC ineffective, and even counterproductive to the provision of service. Because of the
uncorrelated fading problem, the application of ATPC is very likely to increase rather than decrease
interference into adjacent victim receivers, thus totally defeating any marginal benefit that might be
derived from the its application as an interference mitigation technique.

ATPC will substantially increase the cost and complexity of the FS systems and, thus, could
jeopardize the commercial viability of FS services. A leading manufacturer of millimeter wave FS
equipment has stated that ATPC is not a feature available on currently deployed equipment. If ATPC
were to be implemented, it would be accomplished through the use of sensors with a reliable range of
operation of 10 - 15 dB. To reliably control power over a wider range would require a completely
different approach that would increase the cost of transmitters by an estimated 33 - 50%. It would
also require time to implement in new equipment and retrofit into existing installations. This cost and
time impact is unacceptable to the operators and manufacturers of FS equipment.

While ATPC may result in reduced distance separations between FS and FSS installations, it appears
unlikely that the separation distance reduction afforded by ATPC will have any real measurable
benefits for sharing between FS systems and FSS receivers. Even with the use of ATPC the resulting
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required separation distances will be far in excess of a practical interservice coordination standard,
given the defined operational objectives of the representative FS and FSS systems studied. In
addition, the use of ATPC causes FS receivers to be more susceptible to FSS downlink interference.
In Section 5, it was shown that FSS interference to FS receivers is minimal except when a maximum
length FS link is fully faded due to rain. In this case FSS downlink interference into FS receiver
antenna sidelobes will impact FS system performance. ATPC will effectively remove the signal
margin that protects FS receivers from FSS downlink interference. FS transmitter power control
causes the FS receiver to operate in a near fully faded condition all of the time with respect to the
FSS downlink signal. The use of ATPC coupled with the high likelihood of multiple entry FSS
interference will cause FS performance impacts to occur in less than fully faded conditions, or for
links operating at less than maximum path lengths.

Assuming that it would be technologically feasible and economically rational to implement ATPC for
purposes of facilitating compatibility with shared FSS operations, the added capability is likely to not
protect the operation of both services equally. If it could be implemented, the amount of power
control that is possible would depend on a trade-off between the allowable interference to FS receivers
from downlink signals, and the minimum acceptable distance separation between FS transmitters and
FSS earth stations for compatible operation. From Table 3 it can be seen that the amount of FS
transmitter power reduction required to allow uncoordinated FSS earth station receivers for likely
coupling conditions may approach or exceed the total margin available for a FS link. This coupled
with the increased likelihood of FSS downlink interference associated with ATPC and the cost and
time impacts makes power control unworkable.

Diversity. Spatial diversity has been proposed as a means to facilitate sharing between multiple
NGSa FSS systems, and has also been suggested for aiding sharing between NGSa FSS systems and
FS systems. This interference mitigation method relies on multiple satellites being able to
simultaneously communicate with the same service point, such that a change of FSS earth station
azimuth angle can be exploited to minimize interference.

The use of FSS spatial diversity may be effective in alleviating interference from traditional fixed
service systems with pre-determined static system architectures. It does not appear, however, that
this interference mitigation technique will be effective with respect to interference from FS systems,
which regularly have links located randomly and pointing in random azimuths and elevation angles.
It is quite likely that the ability of FSS systems utilizing spatial diversity to overcome interference
from FS systems will be completely offset by the large probability of a FSS receiver that is reoriented
to avoid a first FS interferer again being located in the interference area of a second FS transmitter.

Shielding. Various FSS earth station shielding methods have been employed in the past to facilitate
coordination between traditional long-haul fixed service systems and FSS space-to-Earth operations.
While such shielding has been effective in the past to some extent, it does not appear that the use of
shielding would be practical as a means of negating the significant level of harmful interference likely
to be experienced from nearby FS transmitters, which may be present in significant numbers. With
power level differentials expected of more than 40 dB between the FS transmitters and FSS receivers,
shielding of 10-15 dB may be readily achievable. However, any larger amount could require
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significant time and effort, and the successful outcome would still be in doubt, given the ubiquitous
deployment objectives characteristic of the representative NGSa FSS system and the operational
characteristics inherent to FS.

6. CONCLUSIONS

For the cases analyzed in this study. the interference caused to an FS receiver by a single entry
sidelobe coupling event resulting from the space-to-Earth operations of the representative NGSa FSS
system degrades the FS link performance by 9.5 dB, and reduces the available C + C/(I+N) value
by 1.5 dB for a fully faded FS link. Under non-faded conditions the FSS interference will reduce the
available FS link fade margin by 1.5 dB. The impact of this condition is to potentially render a
maximum length FS link unusable under fully faded conditions. to slightly reduce availability under
fully faded conditions below the required performance level. or to require slightly shorter link lengths
to maintain system performance. These effects will be mitigated by increased FS link margin
resulting from shorter path lengths if FS e.Lr.p. is maintained.

The impact from multiple entry FSS space station transmitter interference into FS receivers is
predicted to be 3 - 5 dB worse than the single entry case. However if a two constellation. multiple
entry FSS interference scenario occurs. interactions from up to six sidelobe coupled FSS signals is
possible, and could increase the predicted interference level by up to 6 - 8 dB.

Interference from FS transmitters to FSS earth station receivers was evaluated by determining
required distance separations for several coupling conditions. The most likely coupling cases will be
FS mainbeam-to-FSS sidelobe. and FS sidelobe-to-FSS mainbeam interactions. It can be seen from
Table 3 and from defined FS and FSS operational Objectives (Le., rapid high-density deployment).
that distances are far in excess of a practical interservice coordination standard, given the defmed
operational objectives of the representative FS and FSS systems studied. Advanced FS configurations
that will be deployed in the near future are expected to utilize higher order modulation schemes,
increased e.Lr.p. and/or dynamic bandwidth and antenna beamwidth capabilities. Thus. future FS
systems could be even more susceptible to harmful interference from FSS space-to-Earth operations,
or cause an even larger distance separation requirement for FSS earth station receivers than currently
deployed FS systems.

Several potential interference mitigation schemes have been proposed as methods to minimize
interference from FS transmitters into FSS earth stations. The use of FS automatic transmitter power
control ("ATPC"), FSS earth station and/or space station diversity. and FSS earth station shielding
are discussed in Section 5. Diversity and shielding may offer small gains in reducing interference,
however the high-density. uncoordinated deployment requirements of both services minimize the
potential for reducing interference.

The use of FS ATPC was proposed as a method of minimizing interference by reducing the required
distance separations between FS transmitters and FSS earth stations. ATPC looks attractive initially,
however there are several problems associated with it that render it ineffective. The amount of FS
power control required to allow uncoordinated FSS operation approaches or exceeds the total FS
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signal margin available. In addition, ATPC causes FS receivers to effectively operate in a fully faded
condition relative to FSS downlink signals, which in combination with likely multiple entry coupling
changes a minimal interference case into a more serious condition. Lastly, no current FS systems are
equipped with power control capability, and the cost and time required to redesign, implement. and
retrofit FS systems is very high and unacceptable. Furthermore. many cases of uncorrelated fading
can occur between interfering FS stations and victim FSS stations, thus rendering the use of ATPC a
highly unpredictable method of facilitating interference-free co-frequency operation.

As demonstrated in Section 4 of this study, the separation distances required to protect FS stations
from transmitting earth station emissions in the 47.2 - 50.2 GHz band render prospects for viable co­
frequency operations by FS and FSS systems impractical. given the assumed deployment objectives in
the respective services. Use of an e.i.r.p. mask may prove effective to protect space station receivers
from FS emissions. but will only serve to exacerbate the susceptibility of victim FS receivers to
interference from earth station transmissions.

Accordingly, it is reasonable to conclude that co-frequency FS and FSS system operations in bands
above 30 GHz are not operationally or economically feasible.
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consider the overall system noise objectives in parallel with the system reliability (outage) objectives. Most
analog Iiuk.s require significant canicr level increases above threshold sensitiVlty just to achieve acceptable
baseband signal-tc>-noise (e.g. >35 dB ina-...ase for 70 dB SIN in the worst message channel in an FM-FDM link).

4.3 Automatic Transmit Power Control in Digital Links

!.ll Introdyetion:

Autcmatic (or Adaptive) Tnmsmit Power Control (ATPC) is a desirable feature ofa digital microwave
radio link that automatically adjusts tnmsmitter output power based aD path fadiDg deteelCd at the far«ld
receiver(s). A!PC allows the transmitter to operate at less than maximum power for most of the time. When
facling conditions oc::cur, transmit power will be increased as needed. ATPC is useful for extendiDg the life of
trlDsmitter components, reducing power consumption, simplifying frequency coordination in congested areas,
l110wing additional up-fade protection, and (in some radios) increasing the maximum power output (improves
system gaiD).

If the maximum t:ransmit power in a A!PC link is needed for ClDly a short periocl of time, a transmit
pow=-less thaJ:I ma~imnm may (ifcertain restrictions are met) be used when iDterfcrcnc:e ca1cu1atioos~made
mro other systems. Many years offading statistics have verified that fading on di1fmat physical paths is non­
c:cm1at.ed, i.r: the likelihood of two paths in a given area being in • deep fade IDd thus scasitive to interfcrc:ac:e
simuJtIZleowdy is yay small. Further, to allow for inevitable deep fadiDa, microwave paths~ desia:zsed with
uafidcd c:arrier-to-DOise (CIN) and camer-to-intmerr:Dce (CII) ratios much JfCIICr tbaa those required for high
quality path performance. Since fading is Dou-eomJated among paebs, I short-term power increase by apath
~ a deep fade will DOt Rduce the C1 on other paths to an objoctioDable level .Qa.!.properJy desiJDecI ......~'_
..and ODe not affected by raiD outae, ATPC-equippcd C1'IDSD:Iiucn wiD be It maximum power for I short
penod oCtime. However, because thc DJPimnm power is available wbea deep fades occur. em, tbresboJd CIN.
and CII calculations into aD ATPC liDk may assume the "Maximum Transmit Power" receive carrier level.

ATPC has beat successfully impJem=ted iII FCC Part 2] commOD carrier blDds for several years, ad,
mub' FCC ETDocIr.r 92-9, is now permiued under Pitt 94. Cumatly, tbae are two types ofATPC available.
The "rampmg" type iDcrcases pO\\W dB for dB with I fade JNItef thIIl. oenaiD depth. The "stepped" type
iD=ues power in I single step to maximum power wbc:D I fade exceeds a eenaiD depth. Besides sipjfjeanuy
aidiDg the frequeacy coordination process, ATPC also provides receiver up-fide overload protection due to the
bac:bd-off transmit power UDder Darma1 sipalleve1 CODditioas.

~ AIle rece' II! 'I"'FOPS for fi:equeney coordipatiop

During the ccordiDatioD process, the ATPC user rrmst cJeIrty state that ATPC wiD be used. The transmit
powers associated with an ATPC system iDc1uded on the coordination notice are defined IS follows:

Maximum Trmsmit Power That InmSmit power that will DOt be exceeded It I1SY =e, used for CFM mel
pith reliability (outaac) computa1ioas, and £or calculating the CII into an
ATPCsystem.

Coordinated Tnnsmit Power Tha1 tnmsmit polM:r se1ec:Df by the ATPC I)'Ittm liccasee 15 the power to be
used iD ca1culatin, iDterfezeuce Jevels iuto victim receiwrs.

NoaUzLaJ Trmsmit Power That trmsmit pow=- It or below the coordiIIIterd power It which d1e systea:I
will operate in DCmJal. 1II1£Ided caaditicms.

4 • 10
--' _.- --_ ..
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The Coordinated Transmit Power is restricted to a 0 to 10 dB range below the Maximum Transmit
Power. The Nominal Tnmsmit Power must be less thin or equal to the Coordinated Transmit Power, with typical
values ranging from 6 to 15 dB below the Maximum Transmit Power. The rec:cive level at which the system ""'III!oEf'fo--­
either steps up or begins to increase (ramp up) the far-end transmit power (depez1cUnS on the type of ATPC) is
refmed to IS the ATPC Trigger Leve1. Because shallow fading characteristics are path dependeDt and
unpredictable, at least a 10 dB fade must occur before the Coordinated Transmit Power is exceeded.

In order to c:laim a Coordinated Transmit Pow=- less than the Maximum Transmit Power (ATPC feature
is used), certain remietions CD the time that this power is exceeded must be rnet. Below Ibout 12 Gil; the ••:...--­
cxpc:ctcd umual time percentages should Dot exceed the limits shown in Figure 4-4 and provided in Table 4-2.
These time pe:rcc:zu.ages can be calculated by the applicable reliability calculations as shown in Section 4.2.3.
First. the fade depth that causes the transmit power to exceed the Coordinated Transmit Power by a certain
DUmber ofdB must be calculated. This fade depth is then substituted for the CFM in the reliability calculation.
For II J:1ImPina ATPC system that uses a step increase in transmit power, a single calculation of the time that the
fade depth to the ATPC Digger level is exceeded is all that is required. For an ATPC system that iDcre&ses
(l1Imps up the) power in a linear dB far dB fashion, calculations ofthe time that the CoordiDated Transmit Power
is exceeded IDd tbe time that the Maximmn Transmit Power is reached arc sufficient. Future A!PC systems that
boost tnmsmit power in some other way may require time percentage calculations for the entire range of transmit
power in excess of the Coordinated Transmit Power.

0.5 1S"1.Sl1O

!Q.4 JODI
>-

'I 0'.3 1'- I.
J0.2 ~1

r.e
0.1 "'U
0.0 1.110

0 .2 .. , • 10
Pnw(dB,

Ficure 4-4 - Permitted Time Above Coordinated Transmit Power

In dB sreps above the selected CoardiDmd Tnmsmit Power for rampiD.-type ATPC syrtcm.s. the permitted time
pel'Ce"'*&"S (ad aanual transmit power boost times) are shown in the f'ollowiDg table. 0Dly ODe single value (
+6, +10 dB•• re.) Deed be considered in step-type ATPC syscams (sec examples in Sceticm 4.3.3).
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TraIIIn'Ilt
POWII'(dB) PIl"Clllta11 SecoDcIs

of time De,,,..,.
0.0 0.'0 1.57..500

1.0 0.33 103.9.50

2.0 0.22 69.300

3.0 0.15 47.250

4.0 0.10 31..500

5.0 0.07 22.0.50

6.0 0.047 14,105

7.0 0.032 10.080

8.0 0.021 6,615

9.0 0.014 4.410

10.0 0.010 3.1S0

Table 4-2 - Time Permitted Above the Coordinated Traasmit Power ill an ATPC Link

TiM, = 100 ( TUM. lee) "
31.S x 10'

(4.3-])

ATPC-equipped tnmsmiUcn &bat claim a CoontiDated TI'IIDIIDit Power less tbID the Maximum Traasmit
Power must base U'lDSmit power iDerases oa path fadiq. ID those c:ucs, iDbIrJ'awc:e or error oarn:ctiDI
iafcnDIDaa I1cac is DOt su1!ici= for iDc:rcasinI ausmit power, but either or both DIllY be used IS ID addiUcmal
aitaic:la. Far syICImS with spa= diversity, ATPC must be CCIIIra11ed by the ItIaDprsipal from the two lDtaIDa
systrm. lD calallatiDB!be tim: pa=.tap5 abcM: CoontiDated Tnmsmit PO'M:Z'. the space diversity impnm:meat
factor may be found to be less tbID one if the fade depth is 1IDaIl. 1D these iDstaDces, • space diversity
improvemc:at factor ofODe may be assumed (DO imprcM:meDt or pc:naJty &am usiDg space diversity).

ATPC-equipped transmitters must DOt be allowed to stIY in the Maximum Tl'IDIIDit Power mode for
more t.bID lIlY five minute duration. This event should result ira an alarm coaditioa which returDs the transmit
J'C"lU'I'fO me Ncrmal Tl'IDSmit Power. A!PC should then DOt be re-eaablod UDtil adetarmiDaticm bas been made
that this laaa-trmllDalDlJy has be= wnected IDd normal operat1011 CID be resumed. 'Ibis c:riterioD will preveDt
a IaDg-ama~ such as a dowD-mcam receiver or control chlmel failure falsely implyiDa a deep fade,
1tom causiD.a CI1IDSmiuer to be in the Maximum TrlDSmit Power mode for ID e:xumded period oftime.

IfdID above ft:lIIrU:ricms are met. iDtcrfereDcc ca1cu1aticms from ID ATPC syst=l may assume the lower
Cocrc:IiaDd Traasmit Power level. 1Dterfer=ce IDd CFM ca1cu11tiaas imo tba rec:civc:r ofID ATPC-equipped
S)'IfCm CIID Ibc::a ISSUIDC that tbc= MpirrmDl TJ'lDSZDit Power is in use. Thus, ia calculltiq performaDce (outap.
etc.) aDd a CII for comparison to the objectives. the laC' is rhen based CD the Maximum Tnmsmit Pow='.

Whea • CoordiDated Traasmit Pawa' less than MIximuzn Trmsmit Power is cl·imed for 811 ATPC

4 - 12
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system, documentation that the system will meet these recommendaDons should be supplied during the
coordmation process. Because rain fading, obstruction fadiag, or surface duct fading could cause an ATPC
system to increase power for a much lODger time, additional justification for claiming a Coordinated Transmit
Pow=' less than the Maximum TransmitPo~ mey have to be provided for paths with inadequate clearance or
lema paths above about 10 GHz. Paths that do Dot meet the restrictions may still use ATPC. but a Coordinated
Transmit Power equal to the Maximum Transmit Power must be used itl the coordination process.

The cumulative yearly time at maximum transmit power and the maximum transmit power single
dunlrian evem time offive minutes may not be appropriate for radios operatiDg above about 12 GHz due to the
impact ofrain rates and duration on interference cases. Further study in this area is needed. "'~f---

In ord:r to best reflect A!PC operation in the licensing process, the transmit power shown in the FCC
Blmg shoWd be the Maximum Transmit Power of the station. The station EIRP corresponding to the Maximum
Trmsmit Power must meet FCC EIRP requirements.

Note: ATPC is DOt ft:OAQ'! 'ended for usc with analog radios because of the SiJDll..to-DOisc degradation
with the increase in thermal Daise proportional to the nonnaJ trlDsmittcr back-<lff.

~ ATPC time above CoordinAte4 Transmit Power sample caJcuJatioDS

. In o:der to best reflect ATPe operation in the licensing process, the tnmsmit power shown in the FCC
filing sbauld be the Maxim1UIl Tnmsmit Power of the station. The following examples illustrate typical A!PC
computations:

E;wmpl, 1.. Ramping-type me is to be rued on a 40 Jan (25 mile) 6.7 GHzpath Without
space div~rsity. Th~ A.TPC trigger/eve/ is -55 dbm. Once this triggerleve/ is ,.,ached, the
system Will increase t1'tmSmtr power on, dB for every additional dB o/fade. The Nominal
T,.lZM1I'IitPower ofthe 'quipment is +J4 dBm with a Mt:D:1mum 1hznsMtlPOWIr of+29 dBm.
Awrag, climate. IImnn, andmnpelTltllrr conditions mst on th, path. The plIth is designed
f01' a 1'I«tve JIW/, with Nomiruzl Tl'ansmit Pow,., 01-43 dBm. The dUign,,' wishu to check
ifa Cool'dinat,d TI'ansmtl POWI' of+J9 dBm, J0 dB !Hlow th, Ma:d1tlllm Transmit Power.
t:tII'l b, speetfied II1Ide,. the "comm,ndJItto1U:

A fad' apth of12 dB from -43 to -55 dBm ctlU.HS th, trigge" llWl to be "aMId. An
/lddttioltal 5 dB offade boosts th, powe,. /1OM +J4 dBm to the +J9 dBm Coordinated
TrtmSmit Power. Th~ tilM rhat the/ade depth aceeds 12+5-17dB is computed to be:

-tJ1}
T • 20 (6.7)(25)' 10 \10 • 1,1 ;n6 HCIIAIiI

0,. 0.1J26perceJ2t oflh' rime, which me,ts the O.S JHrcent ,.'tJlli"ment.

An additional 10 dB offilth Will caus, th, transmitt,r to ,.,acn its +29 dBm Marimum
T,./lIUmir PoweI'. The rime that Ihe/ade depth uc"ds 170/010. 27 dB;$ c:omplll,d 10 be:

(4.3-2)

•. I' ...
_..-----;. .
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T • :w (6.7)(25)310 -(~) :: 4, 171 ,"lINi.r (4.3-3)

(4.3-4)

or 0.0/33 percent o[the time. This riDes nor meet th, "'lJutr,mtnt 0[0.OJ p,rcnzt ojthe time
[or 10 dB tlbove the Coordintlted Transmit Power.

SiMe th, power is allow,d to uceed the Coordt1Ulted Transmit Power by as much as 9 dB
for 0.014JUf'Cent ofthe time, a Coordinat,d Transmit Power of+20 dBm (9 dB be/ow the
Marimum Transmit Power) may thus be speciji,d

"ample 2: ATPC equIpment that increases power in a single step to Marimum Transmit
Power is to be considered on th, no,,-d1wnitypath in the prmous "ample. The Nomina/
TfYllUmitPower is +24 dBm for a ncetve lewl of·3.3 dBm. TIle Mar/mum TrtlIUm1r Pow".
U +.30 dBm and the A:l1'C trigger level is /0 dB abow the IqJ BER outage threshold of.74
dBm. The deslgn,r wants to check ifa Coordinated Transmit Power eqllal to the Nominal
Transmit Power can be specified under th,sI rules:

The.A.TPC trigger level is -64 dBm (lO dB abow tht J0" BER thruhold) and ajade "pth
0131 dBfrom the nominalpowerrtceivt Jrvel will cause this trigger Jewl to be reached The
tim, that th,jtlde dspth aCllris JJ dB is computed to be:

.lJI)
T., • 20(6.7)(25)110 rro • .I,6&3--u

Dr 0.0053 p'JOCInt Dim, time. SinCl apath is!"mrr.d to b, 6 dB abeM th, Coo1'dinat,d
TfYllUmitPower (+24 boostedto +30 dBm) for 0.01/7ptI'Ctnt 0lthe time. thts path mila the
"'I/llt,.,,,,.,,t,

Aqmplt 3: A. nngl,-sttp A.TPC'd t7'alUmitur ;s COIUI.,.d/01' a 48 kin (30 mi) 6.1 GHz
IpaCf diversitypath with 9 m (30ft) dUh spactng. AveraI' cltmtltt "17'tIin ad ttmp'l'tltun
t:Onti/tlOIU 111'1 present on th, path. Th, Nomi1Ul1 (Qlld QIordi1Ultldj Tl'tlIUmtt Power is
+20dBm (+30 dBm 1IIII1i11lllm)/01' a -42 dBm nomtnal m:etw lewl. The A,TPC trilZ'r level
is 10 dB abtTW thtl.77 dBm 10"BER olltal' rhn,hold, 01'-67 dBm.

Tilt ATPC Is thus t1'igger,d with R!l!Il spac, di".nity ,."",-1'$ ftlded from -'12 dBm to
-67 dBm. or 25 dB. Th, time thaT the fa'" depths both uc.,d 25 dB is computed to be:

• 2.,100 ICC
(4.3-5)

or0.0086p.rCInt oltn, time. Since a path is p,rmined to b, /0 dB abow th' Coordinat,d
Transmit Po.",.r 0.01~ olth. rim" thilspace di".rsiry Jink meets th, rtquirt1Mnl.
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