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Dear Chairman Hundt:

I am writing on behalf of WinStar Communications, Inc., in
connection with the Commission's on-going rulemaking
concerning, among other things, the possibility of sharing
between terrestrial fixed services ("FS") and fixed
satellite services ("FSS") in the 37-40 GHz band. As
detailed below, WinStar believes that sharing is unworkable
between the two services, especially in the 38.6-40.0 GHz
portion of the band.

Although much of the 37-40 GHz band is currently without
service rules, the Commission has issued significant
numbers of licenses for terrestrial services in the 38.6­
40.0 GHz band. As noted in Appendix E, WinS tar holds
licenses in that band for forty-one of the largest fifty
markets in the United States. In addition to providing
nationwide service as a carrier's carrier and competitive
access services in twenty-seven states, WinStar will, over
the next three years, rollout its competitive local
exchange service in all of those markets. Indeed, WinStar
has already initiated commercial service as a CLEC
(competitive local exchange carrier) in New York City and
intends to be operating as a CLEC in at least twelve major
market areas by the close of 1997.

As detailed in the attached engineering reports (Appendices
A-D), WinStar believes that sharing is operationally and
economically infeasible between the FS and FSS services in
the 37-40 GHz band. Although Motorola Satellite Systems,
Inc.'s ("Motorola") sharing proposal assumes the contrary,
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many of its fundamental assumptions are flawed in that they
are based on propagation information valid only for
services below 12 GHz. Co-frequency sharing between the FS
and FSS services is also unworkable because of the minimum
separation distances required between the two services,
normally in the tens of kilometers. Additionally,
Motorola's proposed sharing criteria would hamper
significantly the future development and operation of FS
services in the 37-40 GHz band. Consequently, WinStar
believes that band segmentation would be a more effective
method of spectrum utilization. WinS tar notes that band
segmentation was ultimately necessary to resolve similar
issues in the 28 GHz proceeding. WinStar's proposed band
plan for the United States is attached as Appendix F.

Thank you for ccnsidering this matter.

Sincerely,

~L~~~
Philip L. Verveer

cc: Commissioner Susan Ness
Commissioner Rachelle Chong
Commissioner James Quello
Blair Levin
Jackie Chorney
Julius Genachowski
Michele Farquhar
Donald Gips
Ruth Milkman
John Stern
Karl Kensinger
Joe Heaps
Damon Ladson
Steve Sharkey
Rosalind Allen
D'wana Speight
David Horowitz
Robert James
Susan E. Magnotti
Michael Marcus
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INDEX TO APPENDICES

Document Title: Factors Preventing the Application of
Automatic Transmit Power Control and e.i.r.p. Density Limits
to Facilitate FSIFSS Sharing in Frequency Bands Above 30
GHz

Document: Ad Hoc MW/DG-

Authors: G. Ax
w. Roehr
J. Dicks
W. Sonnenfeldt

Date: December 10, 1996

This document describes the constraints that would be imposed
on FS users by Automatic Transmit Power Control and the
e.i.r.p. density limits. It demonstrates that certain of Motorola's
fundamental assumptions are flawed as they are based on
propagation information valid only for services below 12 GHz.
In addition, Motorola has not taken into account the fact that FS
operators have extensive plans to utilize high capacity spectrally
efficient advanced modulation equipment that cannot function
effectively with the e.i.r.p. density limitation. The conclusion
reached is that the proposed sharing method is not acceptable to
FS users as it imposes severe constraints on both present
operating systems and future growth opportunities. The most
effective method of sharing the band continues to be some degree
of band segmentation.
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APPENDIX B: Document TiJle: Analysis of the Potential for Harmful
Interference Between the Fixed Service and the Fixed Satellite
Service in Frequency Bands Above 30 GHz

Document:

Authors:

Date:

USWP 4-9S/23

Walter H. Sonnenfeldt
Ross R. Sorci
Jack Dicks

December 10, 1996

002436201

Using characteristics of typical FS equipment in use today, as
well as some now under development, the interference between
the FS networks and Motorola I s proposed M-Star Non-GSa
satellite network has been evaluated. This document shows that
the minimum required separation distance between stations of the
FS and FSS services is so great that it renders co-frequency
operation of these two services in bands above 30 GHz
operationally and economically infeasible. The extent of
interference is determined based on a number of causes, ~.,
main-beam to main-beam, main-beam to sidelobe and sidelobe to
sidelobe. In cases where the interference exceeds the agreed
criteria of -13db, a minimum required separation distance
between the stations must be calculated. Depending on the
specific interference condition, the separation distances range
from a worst case radius of approximately 96 KIn to a minimum
of 570 m. Since the M-Star earth station scans a circular area of
22° above the horizon, the minimum actual separation would
normally be in the tens of kilometers, depending on the actual
location and pointing direction of the FS interfering stations.
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APPENDIXC: Document Title: Identification of Frequency Bands Above
30 GHzfor Use by the Fixed Service

Document:

Authors:

Date:

USWP 9B/3 Rev. 1

Denis Couillard
Jimmy Hannan
Ferdo Ivanek
Joseph M. Sandri, Jr.
Walter H. Sonnenfeldt

November 19, 1996

APPENDIX D:

This document is a proposed contribution to Section 7.5 of the
CPM-97 Report addressing the WRC-97 agenda item concerning
frequency bands above 30 GHz. ITU-R studies to date provide
an indication that high density fixed terrestrial and satellite
services with co-located or closely spaced subscribers are in
principle incompatible for band sharing purposes. The
conclusion reached is that in the case of the 37.5 - 40.5 GHz and
47.2 - 50.2 GHz bands, the use of band segmentation would
allow each service to be deployed to its full potential in terms of
subscriber density, system capacity, service quality, cost
effectiveness, and spectral efficiency.

Document Title: Memorandum to Pantelis Michalopoulos
regarding: MilUmeter Wave Drafting Group -- AD Hoc MW
Document 49

Authors:

Date:

Joseph M. Sandri
Michael F. Finn
C. Grace CampbeU

November 13, 1996

002436201

Appendix A - Fixed Service Point-to-Point Hubs:

This document provides a general description of WinStar plans to
implement its networks to meet user requirements, and the
expected manner in which long term growth will be
accommodated. Information also is provided on the anticipated
spectrum efficiency that will be realized.
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Appendix B - Sharing Analysis Between the Fixed Service and
Fixed Satellite Service in the 37 - 40.5 GHz
Frequency Band:

This document presents an evaluation of the impact that
Motorola's proposed M-Star satellite system, together with the
sharing criteria proposed by Motorola, will have on Fixed
Service users in the 37 - 40.5 GHz band. The document
concludes that Motorola's proposed sharing criteria would
severely restrict future FS operations and development, and that
band segmentation would be a more effective method of spectrum
utilization. The severe constraints that the proposed use of ATPC
and the e.i.r.p. density limit of -28.4 dBW/MHz would have on
FS users are discussed. The level of interference was calculated
for each of the potential interference conditions, ~., the
downlink interference from M-Star satellite into the FS receivers,
and the interference from the FS transmitters in the FSS earth
station receivers. Some inconsistencies in the M-Star application
are also identified,

APPENDIX E:

APPENDIX F:

0024362.01

Document Title:

Dates:

Document Title:

WinStar Press Releases
The WinStar Network -- Background

December 4, 1996
November 13, 1996
November 6, 1996
October 25, 1996
August 26, 1996
August 22, 1996
August 13, 1996

Proposed Band Plan For
The United States Re: 37-40 GHz
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Contribution To Ad Hoc Millimeter Wave Advisory Group
Of the WRC-97 FCC Industry Advisory Committee

Authors: G.Ax
W. Roehr
J. Dicks
W. Sonnenfeldt

Document Ad Hoc MW/DG­
10 December 1996

References: Document No. Ad Hoc MW/DG-1
Document No. Ad Hoc MW/ 4O-Rev.4 (DG-3)
Document No. Ad Hoc MW/ 48 (DG-4)
Document No. Ad Hoc MW/DG-7
Document No. Ad Hoc MW/DG-8

Input to Section D C(ii)

Factors Preventing the Application of Automatic Transmit Power Control and e.i.r.p.
Density Limits to Facilitate FS/FSS Sharing in Frequency Bands Above 30 GHz

1. Introduction

Documents Ad Hoc MW/DG-7 and DG-8 presented by Motorola primarily address the
proposed application of Automatic Transmit Power Control (ATPC) and e.i.r.p. density
limitations that hypothetically could be applied to redesign Fixed Service systems in an attempt
to facilitate cofrequency sharing between Fixed Service and Fixed Satellite Service systems in
bands above 30 GHz. As shown below, a requirement to redesign Fixed Service systems to
incorporate e.i.r.p. density limits and ATPC would severely constrain coverage and service
capabilities, is not technically practical from an equipment perspective, and would likely
increase rather than decrease inter-service interference.

It must be recognized that the use of ATPC on future FS links will not change the
thousands of links already deployed and providing service to end users in the range of 37­
40.5 GHz in the United States and overseas. In addition, the broadband bit rates (OC-1 and
higher) demanded by users, in conjunction with the 50 MHz bandwidth licensed by the FCC,
require the use of relatively sensitive QAM modulation formats. These QAM formats result in
comparatively high power level requirements to meet necessary performance objectives. The
use of ATPC in conjunction with an e.i.r.p. density limitation will restrict these systems to
unreasonable short distances that would be measured in meters rather than Kilometers.

Motorola has not addressed our concerns regarding the service and coverage aspects of
deploying an unproven low - power FS type system dependent on extensive use of ATPC.
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Moreover, Motorola ignores the deleterious impact that imposing power density limits and
ATPC would have on plans to deploy advanced technology systems now under development
and close to procurement. In addition, it appears they have relied heavily on references
related to ATPC that specifically indicate that further study is required before the referenced
technique can be extended above 12 GHz, such as TIA Bulletin #TSB lO-F. (See Annex 4).
Finally, and of tremendous importance, Motorola has refused to address the significant
impact of uncorrelated fading effects even though this major problem has been repeatedly
raised.

2. Use of Automatic Transmit Power Control

Ad Hoc MW/48 identifies a number of issues that clearly demonstrate that the intensive
application of ATPC in the 37 - 40.5 GHz band will not remove the difficulty of both services
meeting their stated service objectives, and could worsen the results of such efforts. One
major issue raised in that document that has not been addressed to date is that of non­
correlated fading, and its impact on both FS and FSS operations.

2.1 System Design Issues

Motorola in its documents continues to present information relating to an unproven
method of low-power operation of the Fixed Service, which requires that FS operators hold
their transmitted e.i.r.p. density to extremely low levels and demands the use of an extreme
level of ATPC. The deleterious impact of their proposed low e.Lr.p. density is discussed in
Section 3 below.

In Ad Hoc MWIDG-7 and elsewhere, Motorola states that it has relied heavily on TIA
Telecommunications Bulletin #TSB lO-F "Interference Criteria for Microwave Systems" in
developing its response to Ad Hoc MW/48. In our earlier response, we referenced this
document and in particular Section 4.3 titled" Automatic Transmit Power Control in Digital
Links". We believe that a careful reading of this whole section would leave the reader no
other view than that the application of ATPC in the bands in question here by the FS, as
proposed by Motorola, is wholly unsupported by TSB-lOF since the data contained in this
section applies generally to the use of ATPC below 12 GHz. In particular, Section 4.3.2
provides a good summary of the factors to be taken into account by users of the FS when
using the limited range of ATPC considered as potentially achievable (Le., 10 to 15 dB). The
impact of the use of ATPC is measured and quantified both in terms of power level increase
per event and on an annual basis. In concluding this section, the statement is made that "The
cumulative yearly time at maximum transmit power and the maximum transmit single power
duration event time offive minutes may not be appropriate for radios operating above about 12
GHz due to the impact of rain rates and duration on inteiference cases. Funher study in this
area is needed".
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Motorola cannot credibly conclude from this reference that the application of ATPC in
the manner and for the purpose they have proposed has any technical basis in the bands above
30 GHz.

2.2 System Implementation Issues

There can be no disagreement on the fact that the FS radio transmissions in the range
of 40 GHz are impacted differently by rain related factors than those transmitted below 12
GHz. In frequency bands above 10 GHz where rain attenuation is significant, the use of
ATPC as proposed by Motorola to overcome the resultant signal fading can result in
unintentional harmful interference to adjacent links operating in the low-power mode, due to
rain scattering and sidelobe interference. For example, during heavy rain, the resultant
increase in transmit power due to ATPC will result in higher levels of sidelobe interference
and signal scattering by rain cells. Adjacent links which are not affected by the rain (and
which are continuing to operate under the low-power condition) could receive significant
interference, and considering the amount of power control necessary at 38 GHz, the
interference level could be extremely detrimental to overall performance. The victim receiver
no longer has a substantial margin against such interference. Annex 1 illustrates one example
of rain induced interference to systems in the FS.

It should be noted that current FS systems would not be substantially impacted by FSS
downlink interference except for Mainbeam coupling during a fading event. On the other
hand, implementation of FS ATPC would cause FS receivers to operate in the equivalent of a
faded condition at all times, rendering them susceptible to FSS downlink Mainbeam to FS
Sidelobe interference during a substantial percentage of every satellite pass.

2.3 Power Control Implementation

In Ad Hoc MW/DG-8, Motorola freely quotes from the above referenced TIA Bulletin
the benefits to be derived from the use of ATPC as described in the INTRODUCTION
(Section 4.3.1.) to Section 4.3 on ATPC in Digital links. On the other hand, the significant
constraints, system design relationships, and the fact that the technical data should not be
considered representative of performance above 12 GHz, as described in detail in Section
4.3.2, are ignored. Of particular importance is the fact that this bulletin states that further
study is needed for consideration of ATPC applications above 12 GHz.

In Section 3 of this document, generalized comments pertaining to how ATPC
improves various factors are made, Le.,

3.1 Link Availability will be increased with ATPC
3.2 Total Life Cycle Cost will be Reduced with ATPC, and
3.3 Coordination will be simplified by the use of ATPC
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Further, in Appendix B, a design approach for implementing ATPC in FS equipment is
described.

We do not concur with the conclusions reached by Motorola, nor are the conclusions in
full agreement with all of the leading microwave radio equipment manufacturers. Some of the
more significant reasons why the assumption outlined in Appendix B cannot be implemented,
as proposed by Motorola, are as follows:

(i) Thousands of presently installed FS transmitters are not equipped with ATPC.
Costly redesign and total replacement of equipment would be required - at least 33 - 50
% increase in equipment cost to achieve> 10 dB of ATPC.

(ii) Using available 15 dB of FS ATPC with -22 dBW/MHz power density yields
totally unacceptable Fixed Service path lengths of only 100 meters to maintain
hypothetical interference protection to FSS at > 1 k.m radius from earth stations.

- If desired Fixed Service path length is maintained by increasing power, 1 k.m "FSS
secondary zone" increases out to as much as a 42.5 k.m radius.

(iii) Implementing ATPC requires two-way Fixed Service links - - it would preclude
one-way service.

(iv) Contrary to Motorola's claim, ATPC will not make FS equipment more reliable.

- Addition of ATPC will add failure points likely to reduce not increase MTBF

- Use of PIN diodes to implement ATPC, as advocated by Motorola, also will require
additional filtering, cost and complexity to avoid generating intermodulation and
spurious interference.

(v) Motorola's examples of its own millimeter wave ATPC implementations to multi­
million dollar installations are solid testimonial to the impracticability of applying
ATPC to mass-market FS terminals as proposed.

3. Adverse Impact of E.I.R.P. Density Limitation

In Ad Hoc MW/48, we stated clearly that the requirement to meet an e.i.r.p. density
limitation of -28.4 dBW/MHz would have an unacceptable impact on both present and, in
particular, future system development. In its latest response, Motorola has proposed that the
limit could be increased by 6.4 dB to -22 dBW/MHz.

Reviewing the examples provided by Motorola as to how the FS could operate in a
low-power mode, we note that the C/N ratio remains at the 8 dB level. In addition, Motorola
exclusively uses 2 foot diameter antennas even though a 1 ft diameter antenna is normally used
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on the shorter length links. As stated in Document USWP 98/2 and referenced in Ad Hoc
MW/48 , high capacity FS systems now in development and expected to come into use in the
near future employ high spectral efficiency advanced modulation techniques that will require
receive C/N ratios in the region of 20 to 30 dB and higher, e.g. 256 QAM = 32dB. In order
to maximize their usefulness the e.i.r.p. levels will have to reach the 40 dBW level and in the
long term, the full authorized level of +55 dBW is expected to be utilized. Annex 2 and 3
attached have been extracted from this document for information purposes.

In Ad Hoc MW/48 the following examples were pointed out (using -28.4 dBw/MHz):

(i) An off-set OQPSK system results in approximately 7.5 dB margin at 1 lan for many
locations in the U.S. For example, in New Orleans, to meet the required availability of
99.999%, the distance would be limited to around 0.5 lan.

(ii) Assuming only free space propagation losses on the FS link, insufficient signal
level is received for an advanced 256-QAM system even for a path length of only 0.5 lan. In
fact, the margin is used up after only 0.25 kIn distance. A 16-QAM system only has a margin
for normal operation of 0.7 dB at a path length of 1 lan.

With an increase of 6.4 dB in e.i.r.p. density, the distances given above for these
systems would be approximately doubled. Furthermore, besides the distance being
insufficient, the performance would be dependent on as yet unproven ATPC control
algorithms.

Conclusion

In reviewing all the information provided to date, it is clear that the FS cannot operate
in the low-power mode with an e.i.r.p. density limitation, and still be in a position to meet its
service objectives. Major problems with no ready solution raised several times by the Fixed
Service parties remain unaddressed by Motorola and serve to demonstrate the unworkability of
their proposals:

i) the overall system impact on FS system operation of uncorrelated fading,

ii) the introduction of new systems using spectrally efficient advanced modulation
methods, and

iii) the ability to fully utilize the maximum e.i.r.p. power level authorized.

The only viable solution remains the same as that proposed in Ad Hoc MW/48, i.e.,
that separate exclusive FS and FSS allocations be established, with the FS retaining exclusive
use of its present allocation of 38.6 - 40.0 GHz and the 37 - 37.5 GHz band being kept
available for future expansion. Under such a scenario there would also be ample spectrum for
robust high density FSS operation.
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ANNEXl

USER A

HUB

Under clear air conditions power to User A & User B is approximately equal. Sidelobe of the
A link transmitter (FCC Class A antenna) is 33 dB down towards User B. If rain causes 30
dB of attention ( and 30 dB of power increase on Link A) User B will experience 30 dB more
interference - the CII at B due to A will go from 33 dB to 3 dB. Clearly the power on the B
link will also need to be increased, which will in turn effect links C, D, etc. Rain induced
scattering of power from link A into receiver B will further increase the interference level
seen at B.
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ANNEX 2

TABLE 2
CHARACTERISTICS OF EXAMPLE ADVANCED BDFS SYSTEMSlI

Modulation Type 16QAM 256 QAM

Frequency Range (GHz) 37.0 - 40.5 GHz 37.0 - 40.5 GHz

Data Rate/Capacity 90 310
(MB/sec)

Necessary Bandwidth 50 50
(MHz)

Transmitter Power (dBm) 26 26

Transmit e.i.r.p. (dBW) 35 (.33m) 35 (.33 m)
40 (.66m) 40 (.66 m)

AnteDIla Size (meters) .33 .33
.66 .66

Antenna 3 dB Beamwidth 1.70 1.70

10 10

Antenna Gain (dBi) 39 39
44 44

Receiver Noise Figure (dB) 5 5

Receiver Noise Temperature 917 917
(OK)

Receiver Sensitivity (dBm) -72 -60
(Min BER 1 x 10-6)

Antenna Polarization HIV HIV

1/ The examples selected for this table are pomt-to-pomt advanced HDFS systems.



ANNEX 3

TABLE 4
EXAMPLE ADVANCED HDFS PERFORl\1ANCE AND

INTERFERENCE PROTECTION CRITERIA

Modulation Type 16QAM 256 QAM

Receiver Sensitivity -72 dBm -60 dBm
(Min BER 1 x 10-6)

Necessary Bandwidth 50 50
(MHz)

C/N (dB) 20 32

C/I (dB) 29 43

Path length
(Min 99.999% availability approx. 2.3 Ian approx.2.3 Ian

in ITU-R Region K)

Maximum allowable
Interference in RF -101 -103
Bandwidth (dBm)
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Section 4 11A TSB l().F

consider the overall system ooise objectives in parallel with the system reliability (outage) objcaivcs. Most
analog links require significant carrier level iDcrcases above: threshold sensitivity just to achieve acceptable
basebaDd signako-ocise (e.g. >35 dB iDctcase for 70 dB SIN in the worst message channel in an FM-FDM link).

4.3 Automatic Transmit Power Control in Digital Links

4,3.1 Introduction:

Atrtanaric (eI' Adaptive) Transmit Power Control (ATPC) is a desirable fcaDR of a digital miaowavc:
radio liD.k that auICInaticalJy adjusts tnnsmitter output pow=' bucd on path fading dctccted at the far<Od
receiver(s). ATPC allows the transmitter to ope.r.Ue at less thaD JUYiJnum power for most ofthe~. When
fading cooditioas oc::cur. transmit power 'Will be~ as needed. ATPC is useful for extending the life of
tnmsmitz«~ r=rc:mg power ocmsumptioa. simplifying frequcDcy coordination mcongested~,
allowing additional up-fadc proteQian, and (m some radios) int::easing the m.nDntml pow=" output (improves
system gain).

If the maximum transmit power in 8 ATPC 1ink is aceded for oaly a short period oftime. a ttaDsmit
pom::r Jess tlwnnayimum may (ifcettaiD restridioos arc met) be used wb= interfc:rc::nc: c:alculatioas are made
into ochc:t systems. Many years of t'ading statistics have verified that fading on different physicaJ paths is non­
c:oadatcd. i.e: the likcllhood of two paths in 8 given area being in a deep &de and thus scositive: to iDutference
simnltmeously is very small. Further. to allow for inevitable deep CactiD& microwaw paths an: desigPed with
tmfJdcd cmiet-to-DOise (C'IN) and carrier-to-iDterf'er=cc (CII) ratios much p%«than tbose required for high
quality path performance. Since fading is non.coae1atcd among paths, a shcrt-tenn power increase by a path
expc:ricxiDg a deep &de will DOt reduc.c tho CJI on other palhs to an objectionable level On a properly designed
path, and ODe not affected by rain outaiCt ATPC-equippcd transmitters will be at maximum power for a shott
period oft1:lxle- However, because the maximum power is available wbcD deep fades occur, Cm. threshold CIN.
and CII calculations into an A'fPC link may assume tbe: "Maximum Transmit PO\\U" receive carrier level.

ATPC has been sucxeufnDyimp~ in FCC Pitt 21 COUlD1()D c:anier bands for several years. and,
UDder FCC E1'Docket 92-9. is DOW pcnrUtted LlDdc:r Part 94. CummJy, there arc two types ofATPC ~vailablc.

The "ramping" type~ power dB for dB with a fade gIWCr than a cettain depth. The "stepped" type
Dxttasc:s power in a single step to maxi"'lltD power when a fade cxc:eeds I certain depth. Besides significantly
aidiDg the frcqueucy coorUiaaQOD proc:css. A'fPC also provides receiver up-fadc overload protection due to the
backcd-offtraosmit~ under POrma1 signal level eoadiricos.

4,3,2 AIr' t!"£9T!pSYfetims for frccmencv coortfination

DuriDg the COlX'CtiDatial~ the A-rn: usermust cI=iy Stale that A~ wiII be used. The transmit
powers associated with an ATPC sys=n included on the <:oordizW:ioD notice arc defined as follows:

Mmm.gn Tnmsmit POWl:r Tbal: trausmit power that will not be cx=ded at lIlY time, used for CFM and
path reliability (outage) computXicDs, aDd for eaJcn.latmg the CII into an
ATPCsystem.

CoordiDatecl Transmit Power '11J2Il tnmsmit powarsdcacd by the ATPC system liceascc u the power to be
used in calculating iDta~eoce levels into victim receivers.

Nominal Transmit Pmver That ttaosmit power at or below the ccordiDatt:d power at which the system
will operate in normal, tmfadcd cooditions.

4 - 10



TIA TSB lo-F Section 4

The Coordinalcd Tnmsmit Power is restricted to a 0 to 10 dB range below the Maximum Transmit
Pow:r. TheN<miDaI Transmit Powermust be leas than cs equal to the Coordinated Transmit Power, with typical
values ranging from 6 to IS dB below~Maximum Transmit Power. The rcc:cive level at which the system
either steps up OC begins to i.nc:reasc (nanp up) the far-end transmit power (dep=djng on the type ofATPC) is
refemd to as the ATPC Trigger Level. BecAuse shallow f!ding characteristics are path dependent and
unpredictable, at 1=st a 10 dB fade IDUSt occur before the Coordinated Tnmsmit Powa- is exceeded.

In C1'dc:r toclaim a CoadiDaIed TraDSDJit Power Icss than the Maximum Transmit Power (ATPC iearure
is used), eertaiD restrictioos on the time that this power is r:cceeded lDUSt be met. Below about 12 GIs~
~ annual time percerJUJgcS should DOC cxa=ed the limits showD in Figure 4-4~ in Table 4-2...
Tbcsc time pcre=tagtS can be ca!adated by the applicable reliabiliLy caJ.cu.1ations as in Section 4.2.3.
First. the f4de depth that causes the~t power to cc.cccd the Coordinated TI'ItISIDit Power by A ce:ctain
numbec ofdB must becakulated This fade depth is then substituted Cor the CFM in the reliability calculation.
F<X' a ramping A!PC system that uses a step increase in traDSmit power, a siD:le ca1cula.ti011 of the time that the
fade depth to the ATPC trigger k:Yd is ex.c:ecck:d is all that is required. For an ATPC system that inaeases
(J11DP$ up the) poMZ' in a. JmeardB fa dB iasbioD. calculations oftbe time that the Coordinated Transmit Power
is excordtt1 aDd the timl: that me M,mmm TrazLmlit Power is reached are mflic::ieDt. Future A!PC systems that
boost tuusmit~ in sane otbc:r waymay R'qUire time perc:entagc calcrdaDoas tor the ectire range of transmit
pov.u in excess oCtbc Coordinated Transmit Power.

0.$

~ 0.4
...
°03
1:..
~ 0.2a.

0.1

o.D
0 2 .. ,

PowcrldB)
10

~ ••.• .l

Figure 4-4 - Permitted TUDe Above Coordinated Transmit Power

fa dB..abcM1be scIcclted CocxdiDadTnasmit Power for~ATPC~ the pc::zmitEed time
per='tar (1Dd IDIIDI1 trIaIIDit power boost tiD:a) are IbowD in tbc t'oIIowiDa table. Oaly ODe siDglo value (
+6, +10dB,~) lWlCd be~ in Slep-type A!PC syaems (see examples in Section 4.3.3).
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Power abo" Penmn.4 cim.
CoardiDarIld (lDDalII)

T~

Paww(cSB) PUCCAtacc ~

ofcime De!''\'UI'

0.0 OOSO lS7,SOO

l.0 0-13 103.950

2.0 0.22 69,300

3.0 O.IS 47,2.S0

~.O 0.10 31.500

S.O 0.07 22.0SO

6.0 0./)47 14,JC)5

7.0 0.032 10,.080

&.0 0.021 6.,61$

9.0 0.014 4,410

10.0 0.010 3.150

TIA TSB 10-F

Table 4-1 - TUDe Permitted Above the Coordinated Transmit Power in aa ATPC Link

(4.3-1)

ATPCequippcd tnI! iSi88jllHS !batclaim aCoordinated Tnmsmit Power Icss than the MaxiJnmn T1'3I1Smit
Power must base D'IDSmi1 power iDcrcascs on path fading. In those cases. intc:ric:r=cc or error c:omcting
iDf<:mllbcm akmc is DOt suf5c=ic:nt fer iDaeasiDg trIDSmit power. but citbc:r or bocb JmIY be used as an additioual
~ Fer sysIr.:mS withspace divetsi1y, ATPC must be caUrollcd by the stronger signal fran the two 'Drama
~ Ju caJculatiDg tbctimc pacwtap~Coordinated Tn.asmit Power. the space diversity improvement
factor may be found to be Jcss thaD ODe if the fa&= depth is small. In tbcsc iDstlnecs., a space diversity
improvemeDt fac:tor ofODe may be..DDCd (DO improvement or pc:nalty from using space diversity).

. ATPC-equippcd trmtSD1jttcq must DOt be allowed to stay in the Maximum. Traasmit Power mode for
IDOI'C than my 1iYc Mhmto dun&ioa.. This evan should result in In alarm 00Dditi00 wbich n:tUmS the trmsmit
power to theNonaalT~ PoMr. ATPC should tbc:n DOt be rc-eo.abled UD£il a dc:tcnDiDatioD bas bcc:n made
that this Jcmc-tam IIICIDaIy bas bce:o CXlOected aDd DOCmaI opcntioD can be resumed. This c:rircrioa will pmrcnt
aloo&-o:tmdc:(cradatioa, sueD as adown-sueam receiver or cozwol c:ba_ Wlure tabcIy impJyiDg • deep fade.,
from causing a trPsmitta' to be in the M.aximuII1 Transmit Power mode for an exteDdcd period of time.

I£tbe eboYeJalUicdc:m__~ caleulatiODS from III ATPC systa:D. may assume the lowe:'
~ Tr.msmit Pcnwr level.~ and CFM ca1culatioDs iDto the receiver of aD ATPC-equipped
system c:an tbc:D assume that the Maximum Traosmit Power is in use. Thus. in caJcuJ.ting pcrformaDce (outage.
etc.) and a CII for comparison to the obj«:tives. the"C" is thea based QO the Maximum. Transmit P(MU.

When a Coordinated Tnmsmit Power less than Maximum Transmit Power is claiJned for an ATPC

4 • 12
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system. documentation that the system will meet tbesc recommendations should be supplied during the
coordination process. Because rain fading. obstroetioa fading, or surface duct fading could cause an ATPC
systan to ina'casc power for a muclliooge:r time, additional jl1Stitie:ation for claiming a Coordinated Transmit
Power less thaD the Maximum Transmit Powct may have to be provided for paths with inadequate clearance or
100g paths above about 10 GH.z. Paths that do not meet the restrictions may still use ATPC, but a Coordinated
Transmit Power equal to the Maximum TransmitPo~ must be used in the coordination process.

The cumulative yearly time at maxiD:mm transmit power and the maximum transmit power single
duraticn evc::ot time of five minutes may not be appropriate for radios opc:rar:ing above about 12 GHz due to the
impact ofrain rates and duration on inttrlemxc cases. Further study in this area is needed.

In a'dc:r to best reflect ATPC opc:ration in the l.ia:nsing proo:ss. the transmit power shown in the FCC
filing should be the Maximum Transmit Power of the: station. The station EIRP com:spouding to the Maximum
Transmit Power must meet FCC E.IRP requin:m=ts.

Note: ATPC is DOtreoccJIJicuded for use with analog radios because of the signako-noise degradatioo
with the inaeasc in thermal DO~ proportiocal to the normal transmitter badc-ott

~ ATPC time above CoordinntW Trnnsmit Power pmple calculations

In oa::Icr to best reflect ATPC opcntion in the licensiDgp~ the trnDsmit power shown in the FCC
tiling sbou1d be the Maximum Transmit Power ofthc mticD. lbc following examples illustrate typical ATPC
computations:

Example J: Ramping-lype A.TPC is to be ra,d on a 40 km (25 mile) 6.7 GHz path without
space diverSity. The ATPC /rigger leY,J is ·55 dbm. Once thts trigger JeYfll is reached, the
system Will increase rrarzsmil po-wer one dJJ jar f1VCry additional dB ofjade. The Nominal
Transmit Powerolthe t4J1ipmenr is +J4 dBm with aMtD:imwn Transmit Power 01+29 dBrn.
AWTQ~ climau, turain. andternpUaru1'I conditio"" cist on the path. 1M path is designed
for a recdw level. 'Wim No11dnai Transmit P~r, of-43 dBm. Th, designer wishes to check
ifa Coordi1Ulted TrQ11$mit Power of+ 19 dBm, J0 dB below th, Marimum Transmit Power.
CtIn be spedfied JJJUier tM ncommendtlnons:

A fad6 depth 0112 dB from -4J f() -55 tiBm CQUSU th, trigger level fa be reacMd. An
addllio1Ull S dB offade boosts th, paw, from +14 dBm to the +J9 dBm eoo,.dinated
Transmit Power. Th, lime tJuzt thefode depth e.xcutis 12+5-17 dB is compwed to be:

..;

.l.J!)
T • 20 (6.7) (1S'" 10 \10 : 41,776 uuatls

or 0.1326pn'C#Il olm. tiIM, which InUts the 0..5 Inrcenl requirelMnl.

An addilionallO dB offade will C#JISe the transmitter f() reach tts +29 dBm Marimum
Transmit Power. The ttme that tM fatk tkpth uceeds J7.J0 = 27 dB is computed to b,:

4 • 13
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(4.3-3)

or0.0133 percentofthe time. This does not meet tire requintnent 0/0.01 percent ofthe time
jor 10 dB above the Coordinated Transmit Power.

Since the power is a/k)."ed to exceui the CoordJni:llea Transmit Power by as much as 9 dB
for 0.0/4 ~rct:nto/the time, a OJordi1lQted Transmit Power 0/-t-20 dBm (9 dB below the
Madmum T,rmsmit PC1Wer) may rJws be $peetfied

Example 2: ATPC equipment that increas,s powl' In a singl, step to Madmum Transmit
p(YWtfT is to be COnsidered on the non-diwnitypath In th,prMo~example. The NOminal
TransmitPowr is +24 dBm for a receiw level 01-33 dBm. The MtzJ:imwn rrlJ1Umil pqwer
is +30 dBm and tM ATPC muer llNe'ls 1QdB abow 'th, /(P BER outage threshcJd01-74
dBm. The de.ngne,. WonlS to check ifa Coordinaled TrQ1lSmit Power equal to the Nominal
Transmit Power can be Specified under these ruJu:

The.A1'PC trigger~l is -64 dBm (lO dB a},qve the Jcr BER. thl'uhold) and alath depth
0/31 dB from the nominalpowerreceive level 'WIll CQUSe rhi.t trigger level to be reoched. The
lime that thejQtk tkpth c:eeeds 31 dB i$ compllJed to be:

_l31)
TSD • 20 (6.1)(25)' 10 \10 = 1.663 U«1IIAt

or O.ODS3 percent o/the lime. Since (l pallz t.r permitted to be 6 dB iZbove the Coordinated
1"7'tDJsmttPower (+24 boostedto +30 dBm) for 0.047perCMt of1M time, this path meets the
requirernmt.

uamD/' 3: A. stngk-step ATPC'd rransmitter is C1J1Uideredfor a 48 /em (30 mil 6.7 GHz
spa~ e/:iYersitypath With 9 m(30ft) dish spacing. Averag' cllmaJe len-atn and temperature
conditions an pruenr on the path.. 'JiJ, Nominal (and C(X)I'(Mat,d) 1'ransmit Powr is
+20 dBm (+30 dBm madmzan) for a -42 dBm nomilflll,.,«tvf lewL The ATPC trigger level
is J0 dB above th, -n dBm Jcr HER outage threshold. 01' -67 dBm.

The ATPC is thus t11~,.,d With bqth SpaC6 diwnlty~rs jadU from -42 dBm to
-67 dBm. or 25 dB. The ttme that the farM depths both exceed 25 dB is compuled to be;

(4.3-4)

TIb .. (4.3-5)

, . I

-: -I

or0.0086pucat ofthe time. Since a path is permitted to be J0 dB above the CQardinared
Transmil Power O.OJ% ofth, time, thiS space diwrs;ry link meets the reqJlireftWll.
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To present analyses of the potential for harmful interference between representative systems in
fixed service and fixed satellite service in bands above 300Hz.

Abstract:

The results of calculations performed using representative FSS and FS system parameters
demonstrate that a single mainbeam-coupled FSS space-to-Earth to FS receiver interference event
could severely impact the operations of FS links under deep fading conditions. Study results also
indicate that precluding harmful interference into FSS earth station receivers would require
separation distances far in excess of a practical interservice coordination standard, given the
defined operational objectives of the representative FS and FSS systems studied. Likely multiple
entry events in the case of FS transmitters into victim FSS earth station receivers serve only to
further' exacerbate interference effects. Similarly, the separation distances required to protect FS
stations from transmitting FSS earth station emissions in the 47.2 - 50.2 GHz band render
prospects for viable co-frequency FS and FSS Earth-to-space operations impractical, given the
assumed deployment objectives in the respective services. All currently identified interference
avoidance methodologies are determined ineffective as mitigation techniques.

Based on the results of the analyses conducted in this study and the high-density deployment
characteristics of both fixed service and fixed satellite service systems in bands above 30 GHz,
co-frequency FS and FSS system operations in bands above 30 GHz do not appear to be
operationally or economically feasible.
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ANALYSIS OF THE POTENTIAL FOR INTERFERENCE BETWEEN THE FIXED SERVICE
AND THE FIXED SATELLITE SERVICE IN FREQUENCY BANDS ABOVE 30 GHz

(Question ITU-R 107-1/9)
(WRC-97 Agenda Item 1.9.6)

1. INTRODUCTION

The 1997 World Radio Communication Conference (the "WRC-97 Conference") through Agenda

Item 1.9.6 will consider the identification of suitable frequency bands above 30 GHz for high-density

fixed service applications. The purpose of this document is to support ongoing ITU-R study efforts in

Study Group 4-9S and Drafting Group 4-9S 3 by providing an analysis of the potential for

interference between the fixed service ("FS") and the fixed satellite service ("FSS") in frequency

bands above 30 GHz, and setting forth conclusions resulting from the output of resulting calculations.

The potential effectiveness of possible interference mitigation techniques are also examined.

Calculations are perfonned using representative FSS and FS system parameters. The results of this

study effort demonstrate that a single rnainbeam-coupled FSS space-to-Earth to FS receiver

interference event would severely impact the operations of FS links under deep fading conditions.

Study results also indicate that precluding harmful interference into FSS earth station receivers would

require separation distances far in excess of a practical interservice coordination standard, given the

defined operational objectives of the representative FS and FSS systems studied. Likely multiple

entry events in the case of FS transmitters into victim FSS earth station receivers serve only to further

exacerbate interference effects. Similarly, the separation distances required to protect FS stations

from transmitting FSS earth station emissions in the 47.2 - 50.2 GHz band render prospects for viable

co-frequency FS and FSS Earth-to-space operations impractical. given the assumed deployment

objectives in the respective services. Use of an e.i.r.p. mask may prove effective to protect space

station receivers from FS emissions, but will only serve to exacerbate the susceptibility of victim FS

receivers to interference from earth station transmissions. All currently identified interference

avoidance methodologies are determined ineffective as mitigation techniques.

Based on the results of the analyses conducted in this study and the high-density deployment

characteristics of both fixed service and fixed satellite service systems in bands above 30 GHz, co-



frequency FS and FSS system operations in bands above 30 GHz do not appear to be operationally or

economically feasible.

2. BACKGROUND

Recent advances in millimeter wave radio technology have resulted in the commercial availability of

a growing range of equipments that will support FS operations in bands above 30 GHz. A substantial

and rapidly growing number of FS systems are currently in operation in several administrations

utilizing channel assignments in portions of the 37.0 - 40.5 GHz band. Several other fixed service

bands above 30 GHz, including the 47.2 -50.2 GHz band. have been designated by a growing number

of administrations for near and mid-term future FS use. Rapidly escalating interest in FS prompted

the establishment of WRC-97 agenda item 1.9.6. which calls for the Conference to consider the

identification of suitable frequency bands above 30 GHz for high-density fixed service applications.

FS systems can be generally characterized as high deployment density, relatively low-cost, wireless

digital broadband fixed service networks. FS systems can provide a full range of digital local

broadband services directly to and from customer premise-located terminals at data rates of up to one

DS-3 per 50 MHz forward and return link channel pair. FS transmission paths can range up to about

6 - 7 lan, depending mainly on rain attenuation conditions. FS links may be implemented in various

single-hop, multi-hop. star. or other configurations. and are regularly deployed on an on-demand

basis to meet specific end-user requirements as they develop. FS systems are also utilized to provide

mobile network backhaul service and for other pre-determined infrastructure overlay configurations.

FS systems are often deployed in dense urban environments where transmission path elevation angles

may reach up to 45 0 and possibly higher. FS systems are also deployed to serve a range of

requirements in semi-urban, suburban. and rural population centers.

Until recently. the issue of compatibility between co-primary FS and FSS operations has not presented

itself as a matter requiring immediate attention. There are currently no operational commercial FSS

systems utilizing spectrum in bands above 30 GHz. The first such FSS system that would utilize

spectrum in these bands was proposed in early September 1996, and comprises a planned constellation

of 72 non-geostationary spacecraft. with contemplated high/medium-density service ubiquitous­

coverage space-to-Earth operations in the 37.5 - 40.5 GHz range and Earth-to-space operations in the

47.2 - 50.2 GHz range. Accordingly, because there are substantial current and planned FS operations

in the 37.0 - 40.5 GHz band where co-primary FSS operations have been proposed, it appears

prudent at this time to develop sound technical conclusions as to the potential for interference between

FS and space-to-Earth FSS operations.

2


