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RECEIVED

FEB 7 2001

Re: CC Docket No. 98-147/
CC Docket No. 96-98 i

Dear Ms. Salas:

Attached is a copy of a document that BellSouth sent bye-mail to Jessica
Rosenworcel and William Dever of the Commission's Common Carrier Bureau
on February 7, 2001. The document contains information concerning the Line
Sharing Verification Transmitter that BellSouth described at the line-sharing
workshop held at the Commission on January 31,2001 and that BellSouth had
committed to provide to Bureau staff.

In accordance with Section 1.1206(b)(1), I am filing two copies of this notice with
you and ask that you place them in the dockets identified above. If you have any
questions concerning this, please call me at 202.463.4113.

Sincerely,

~llM
Kathleen B. Levitz

Attachment

cc: Jessica Rosenworcel (w/o attachment)
William Dever (w/o attachment)
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BellSouth Telecommunications, Inc.
Line Sharing Verification Transmitter

BellSouth Science and Technology personnel, at the request of the BellSouth Line Sharing product team,
developed the Line Sharing Verification Transmitter (LSVT) with Telco Sales, Inc. The purpose of this
new test set was to provide an easy way for the central office frame personnel to verify that the data portion
of the central office wiring to establish an end-user line sharing circuit was done correctly. The LSVT will
be used when BellSouth provides the splitter.

The LSVT inserts a 100 kHz "data-like" signal, modulated with a wavering 1 kHz tone, at the MDF
protection frame. This signal travels over the central office wiring. A butt set is used in conjunction with a
small demodulator box to hear the wavering I kHz tone at the CLEC cable and pair frame appearance. If
this tone is heard, the CLEC's data signal is correctly wired to the splitter in the line sharing circuit.

This test is unobtrusive to the voice customer.

Contact information for Telco Sales is below:

Telco Sales, Inc.
Clinton, MS
Floyd D. Rohmer, President
601-924-7610


