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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket 05-243, RM-FCC

Allocation Study - Ch 286C3 at Thayne, WY (KTYN.P)
Deleting Ch 290C3 (CP) Thayne, WY and substituting Ch 286C3
(Using class C3 CP cocrdinates as reference)

REFERENCE DISPLAY DATES

43 06 18 N CLASS = C3 DATA 09-16-05
111 07 17 W Current Spacings SEARCH 09-19-05
—————————————————————————— Channel 286 - 105.1 MHZ ----------------co-moomoo—-
Call Channel Location Dist Azi FCC Margin
KTYN.P PRO 286C1 Thayne WY 21.33 160.2 211.0 -189.67

Cf No Concern:
Proposed allotment reference for class Cl at Thayne

RADD ADD 283C3 Thayne WY 0.00 0.0 43.0 ~43.00
RADD ADD 283¢C1 Thayne WY 41.87 208.6 76.0 -34.,13
Cf No concern:

Database entries from MB 04-427

RADD ADD 2886C Kaysville UT 232.34 208.3 237.0 -4.66
Cf No concern:
Database entry from MB 04-427

KTHK LIC-D 288Cl1 Idaho Falls ID 76.92 291.2 76.0 0.92
RADD ADD 286A Dubois ID 148.88 3123.5 142.0 6.88
KDWY LIC 287C2 Diamondville WY 149.61 160.0 117.0 32.61
RDEL DEL 287C2 Diamondville WY 149.61 160.0 117.0 32.61
Of Note:

Licensed facility of KDWY before proposed modification

RADD ADD 283A Ammon iDp 80,97 298.6 42.0 38.97
KNJQ.P PRO 286C American Fork UT 286.04 198.6 237.0 49.04
Of Note:

Allotment of Ch 286C for use by KNJQ at;

NL: 40-39-34, WL: 112-12-05

KYLZ LIC 285C2 Tremonton UT 176.03 211.4 117.0 59.03
AU062 VAC 286A Hudscn WY 208.11 95.2 142.0 66.11
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Engineering Statement
In Support of a
Counterproposal

The Joint Parties

MB Docket 05-243, RM-FCC

Allocation Study - Ch 288C at Oakley, UT (KDWY 288C)
Deleting Ch 287C2 Diamondville, UT and allotting Ch 288C to Oakley, UT
{Using ADD 288C allotment coordinates as reference)

REFERENCE DISPLAY DATES

40 52 16 N CLaASS = C DATA 09-16-05
110 59 43 W Current Spacings SEARCH 09-18-05
—————————————————————————— Channel 288 - 105.5 MHz -----==-~——————————————————
Call Channel L.ocation Dist Azl FCC Margin
Community of Oakley uT 31.05 235.9

Reference coordinates:
North Latitude: 40-42-52
West Longitude: 111-18-00

KXRV LIC 2898C Centerville UT 104.52 257.3 241.0 -136.48
0Of Concern:

Substitution of Ch 290C proposed. See KXRV.P below

KLCYFM CP -N 28BC2 Vernal UT 115.62 108.3 249.0 -133.38
0Of Concern:

Substitution of Ch 245C2 proposed at KLCY CP site.

KBMG LIC 281¢C Evanston wY 0.00 0.0 105.0 -~105.00
Of Concern:
Substitution of Ch 292C proposed at site. See Figure 9

KDWY LIC 287¢2 Diamondville WY 115.05 20.7 188.0 -72,95
Of Note:
Licensed facility of KDWY before proposed modification.

KXRV.P PRO 290C Centerville UTr 1l04.52 257.3 105.0 -0.48
0Of Note:

Substitution of Ch 290C at KXRV licensed site. See Figure 8

KNJQ.P PRO 286C American Fork UT 104.52 257.3 105.0 -0.48
Of Note:

Allocation of Ch 286C to new site and community of license for

KNJQ at; NL: 40-39-34, WL: 112-12-05. See Figure 4

KTHK LIC-D 288C1l Idaho Falls ID 287.93 343.5 270.0 17.93
RADD ADD 286C Kaysville UT 128.80 290.0 105.0 23.80
0Of Note:

Database entry for MB 04-427

KNJQ LIC-N 286C Manti UT 132.80 202.0 105.0 27.90
KLCYFM LIC 290A Vernal UT 129.05 112.8 95.0 34,05
Of Note:

Licensed facilities of KNJQ and KLCY before proposed modifications
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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket (05-243, RM-FCC

Allocation Study - Ch 223C1 at Diamondville, WY ({KCUA.P)
Deleting Ch 223C3 Naples, UT and substituting Ch 223C1 at Diamondville, WY
(Using allotment coordinates as reference)

REFERENCE DISPLAY DATES
417 54 14 N CLASS = C1 DATA 09-16-05
110 31 06 W Current Spacings SEARCH 09-18-05
—————————————————————————— Channel 223 - 92.5 MHZ -——————————— =~ moe
Call Channel Location Dist Azi FCC Margin
Community of Diamondville WY 13.92 186.6

Reference Coordinates:
North Latitude: 41-46-46
West Longitude: 110-32-16

RADD ADD 223C1 pDiamondville uT 0.00 0.0 245.0 -245.00
Of Note:
Database entry from MB 04-427

RCUA LIC 223C3 Naples UT 166.54 155.5 211.0 -44.46
0Of No Concern:

Licensed facility of KCUA before proposed modification.

KUUU.C CP 223C2 South Jordan UT 197.42 226.0 224.0 -26.58
Of Concern:

Reclassification of KUUU from Ch 223C2 to Ch 223A

proposed with a site change. See KUUU.P below

RADD ADD 223A South Jordan UT 200.64 216.9 200.0 0.64
Of Note:
Database entry from MB 04-427

KUUU.P PRO 223A South Jordan UT 200.64 216.9 200.0 0.64
Of Note:
Modified site of KUUJ on Ch 223A at;
NL: 40-27-11, WL: 111-56-36

KFRZ LIC 221cC Green River WY 107.60 114.6 105.0 2.60
KBLQFM LIC 225C1 Logan UT 107.15 268B.5 82.0 25.15
KMQS.C CP 222C3 Victor ID 179.87 348.7 144.0 315.87
KLZY LIC 223¢C Powell WY 308.64 20.5 270.0 38.64
RADD ADD 223C3 Wellington UT 263.22 184.0 211.0 52.22
RADD ADD 223A Wellington UT 255.95 185.7 200.0 55.95
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Channel 223C1, Diamondville, WY
KCUA, Channel 223C3, Naples, UT

Pop. Gain = 13,105

Pop. Loss = 31,659

Gain Area = 16,422 sq km
Loss Area = 4,803 sq km
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Channel 223C1, Diamondville, WY
KCUA, Channel 223C3, Naples, UT
Remaining Services Study
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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket (5-243, RM-FCC

Allocation Study - Ch 223A at South Jordan, UT (KUUJ.P)
Deleting Ch 223C2 South Jordan, UT and substituting Ch 223a
{(Using new allotment coordinates as reference)

REFERENCE DISPLAY DATES
40 27 11 N CLASS = A DATA 09-16-05
111 56 36 W Current Spacings SEARCH 09-18-05
—————————————————————————— Channel 223 - 92.5 MHZ ~----—————————— e
Call Channel Location Dist Azi FCC Margin
Community of South Jordan uT 12.16 5.9

Reference Coordinates:
North Latitude: 40-33-43
West Longitude: 111-55-43

RDEL DRL, 223C2 South Jordan uT 31.69 316.6 166.0 -134.31
RADD ADD 223A South Jordan uT 0.00 0.0 115.0 -115.00
Of Note:

Database entry for MB 04-427

KTCE LIC 222A Payson uT 45.20 167.5 72.0 -26.80
Of Note:
KTCE now operating on Ch 221A, Form 302 filed.
See KTCE.C below

RADD ADD 223C1 Diamondville WY 200.64 36.0 200.0 0.64
Of Note:
Database entry for MB 04-427

KCUA.P PRO 223C1 Diamondville WY 200.64 36.0 200.0 0.64
0f Note:

Allctment of Ch 223C1 proposed at Diamondvilie

for use by XCUA at; NL: 41-54-14, WL:110-31-06

RADD ADD 223C3 Wellington UT 144.86 134.2 142.0 2.86
KTCE.C CP -2 221A Payson uT 41.73 165.6 31.0 10.73
Of Note:
Present operating facility of KTCE.
KPCW.C CP -Z 220A Park City uT 42.91 65.9 31.0 11.91
KPCW LIC~-N 220A Park City uT 43.86 54.1 31.0 12.86
AL221 RSV 221A Payson uT 45.20 167.5 31.0 14.20
RADD ADD 2234 Wellington UT 134.34 133.9 115.0 19.34
AL225 VAC 2254 Mona uT 75.33 174.7 31.0 44,33
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KUUU, Channel 223C2 South Jordan, UT
Channel 223A, South Jordan, UT
Gain/Loss Study
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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket 05-243, RM-FCC

Allocation Study - Ch 255C2 at Naples, UT (KIFX.P)
Deleting Ch 253C2 at Roosevelt, UT and allocating Ch 255C2 to Naples, UT
{(Using new allotment coordinates as reference)

REFERENCE DISPLAY DATES
40 33 24 N CLASS = C2 DATA 09-16-05
109 38 08 W Current Spacings SEARCH 09-19-05
—————————————————————————— Channel 255 - 98.9 MHZ --------r---vrmerevrome—ne-
Call Channel Location Dist Azi FCC Margin
Community of Naples uT 18.50 141.2

Reference Coordinates:
North Latitude: 40-25-37
West Longitude: 109-29-5S

KIFX LIC 253C2 Roosevelt UT 5.78 248.7 58.0 -52.22
Cf No Concern:
Licensed facility of KIFX before proposed modification

RADD ADD 253C2 Naples uT 29.568 81.3 58.0 -28.32
Cf Note:
Database entry from MB 04-427

KNYN LIC 256C1 Port Bridger WY 138.85 310.1 158.0 -19.15
Of No Concern:

Ch 256C1 at Fort Bridger deleted in MM Docket 02-290

and Ch 255C3 allocated to Franklin, ID. See RSV 255A below.

AL255 VAC 255C3 Fruita co 160.18 154.6 177.0 -16.82
Of Concern:
Modifying of class from C3 to class A and allotment
Reference change proposed. See Ch 255A at Fruita below.

ADD.P VAC 255A Fruita CO 165.56 154.9 166.0 -0.44
Of Note:
Substitution of Ch 255A for Ch 255C3 and allotment
Reference change at; NL: 39-12-16, WL: 108-49-12

KUDE.C CP 256C Nephi UT 187.58 242 .4 188.0 -0.42
RADD ADD 257C1 Rangely co 83.10 125.5 79.0 4.10
RAL257 VAC 257C1 Rangely co 83.10 125.5 79.0 4.10
RADD ADD 254C3 Reliance WY 128.94 16.4 117.0 11.94
KBEE LIC 254C Salt Lake City ur 213.76 272.4 188.0 25.76
KNYN R8V 256A Franklin ID 233.52 309.5 106.0 127.52
KNYN RSV 256A Franklin ID 233.52 309.5 106.0 127.52
KNYN.A APP-N 256A Franklin ID 233.52 309.5 106.0 127.52

Of Note:

Allotment and application of Ch 256A at Franklin, ID

For ENYN
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Pop. Gain = 31
Pop. Loss = 1,429

Gain Area = 658 sq km
Logs Area = 543 sq km
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KIFX, Channel 253C2, Roosevelt, UT
Channel 255C2, Naples, UT
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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket 05-243, RM-FCC

Allocation Study - Ch 255A at Fruita, CO (VAC.P)
Deleting Ch 255C3 at Fruita, CO and allocating Ch 255A
(Using new allotment coordinates as reference}

REFERENCE DISPLAY DATES
39 12 16 N CLASS = A DATA 09-16-05
108 49 12 W Current Spacings SEARCH 09-19-05
—————————————————————————— Channel 255 - 98.9 MHZ ----------—-—--—-——--————————-===
Call Channel Location Dist Azi FCC Margin
Community of Fruita co 9.42 122.6

Reference Coordinates:
North Latitude: 329-09-32
West Longitude: 108-43-41

KIFX.P PRO 255C2 Naples UT 165.56 335.4 166.0 -0.44
Of Note:
Substitution of Ch 255C2 for Ch 253C2 for KIFX
With a reference site change at;
NL: 40-33-24, WL: 109-38-08

VAZ53 VAC 253C3 Palisade co 41.86 104.7 42.0 -0.14
NEW .C CP 253C3 Palisade CO 43.75 140.0 42.0 1.75
KAFM LIC 201A Grand Junction co 16.62 157.0 10.0 6.62
KAFM.A APP-D 201A Grand Junction Co 16.62 157.0 10.0 6.62
AL257 VAC 257C1 Rangely CO 101.67 359.0 75.0 26.67
RADD ADD 257C1 Rangely CO 101.67 359.0 75.0 26.67
KMTS LIC 256C3 Glenwood Springs COo 132.50 73.5 89.0 43.50
KRTZ LIC 254C Cortez Co  220.33 179.7 165.0 55.33
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Channel 265C3, Fruita, CO
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Gain/Loss Study
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Engineering Statement
In Support of a

Counterproposal
The Joint Parties
MB Docket 05-243, RM-FCC

Allocation Study - Ch 243A at Dubocis, ID (ADD.P}
Substituting Ch 243A for proposed allotment of Ch 286A Dubois, ID
(Using new allotment c¢oordinates as reference)

REFERENCE DISPLAY DATES
44 15 50 N CLASS = A DATA 09-16-05
112 09 00 W Current Spacings SEARCH 09-19-05
—————————————————————————— Channel 243 - 96.5 MHZ -------—-—--——-———~————~—~—~—~—~—-
Call Channel Locatien Dist Azi FCC Margin
Community of Dubois WY 11.66 213.2

Reference Coordinates:
North Latitude: 44-10-34
West longitude: 112-13-48

NEW .C CP 243C2 Ashton Ip 58.29 99.4 166.0 =-107.71
0f Concern:
Substitution of Ch 259A proposed with a
change in reference coordinates

KID-FM LIC 241C Idaho Falls ID 94 .64 206.0 95.0 -0.36
KSCY.C CP -N 242C3 Big Sky MT 125.62 25.9 89.0 36.62
AL242 VAC 2423 Big Sky MT 127.43 28.6 72.0 55.43
KMTN.C CP 245C0 Jackson WY 143.40 128.0 86.0 57.40
KQEO LIC-N 296Cl Idaho Falls D 82.94 165.1 22.0 60.94
KMTN LIC 245C1 Jackson WY 143.40 128.0 75.0 68.40
KLIXFM LIC 243C1 Twin Falls ID 270.07 225.9 200.0 70.07
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Channel 243A, Dubois, ID
Channel 286A, Dubois, ID
Gain/Loss Study
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Engineering Statement

Tn Support of a

Counterproposal
The Joint Parties
MB Docket 05-243,

Allocation Study - Ch 259%9A at Ashton,

RM-FCC

ID (New.C({P})

Substituting Ch 25%9A for CP with allotment of Ch 243C2 Ashton, ID

{(Using new allotment coordinates

as reference)

REFERENCE DISPLAY DATES
44 10 18 N CLASS = A DATA 09-16-05
111 33 22 W Current Spacings SEARCH (09-19-05
—————————————————————————— Channel 259 - 99.7 MHZ - ————~===~——-—-———————————
Call Channel Location Dist Azi FCC Margin
Community of Ashton ID 14.11 142.0
Reference Coordinates:
North Latitude: 44-04-18
West Longitude: 111-26-51
KUPIFM RSV 256C1 1Idaho Falls IDp 56.72 215.5 75.0 -18.28
0Of No Concern:
See KUPI.L and KUPI.A below
RADD ADD 259C Meeteatse WY 214.79 89.5 226.0 -11.21

Of Concern:

Substitution of Ch 288C for Ch 259C proposed
with new reference coordinates.

THIS XS5 THE MX POINT BETWEEN THE JOINT PARTIES

COUNTERFPROFOSAL AND THE NPRM

KUPIFM APP-N 256C1 Idaho Falls 1D 74.
KUPIFM APP-N 256C1 Idaho Falls 1D 74 .
KUPIFM LIC 256C1 Idaho Falls ID 74.
NEW .C CP -N 258C1l Aberdeen ID 163.
KBOZFM LIC 260C1 Bozeman MT 175.
KBOZFM (P 260C1l Bozeman MT 175.
RDEL DEL 258C2 Aberdeen ID 158.
KITT.A APP 261 Soda Springs ID 171
KURT.C CP 206C3 Jackson WYy 102
KZDX LIC 260C Burley ID 263
KITT.C CP -2 261C2 Soda Springs Inp 167

72 200.7 75.0 -0.28
72 200.7 75.0 -0.28
72 200.7 75.0 -0.28
67 208.5 133.0 30.67
00 14 .7 133.¢0 42,00
51 17.7 133.0 42 .51
87 215.8 106.0 52.87
.59 183.5 85.0 76.59
.04 140.5 12.0 90.04
.24 219.8 165.0 98.24
50 178.7 55.0 112.50
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