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August 14, 2006

Marlene H, Dortch, Secretary
Federal Communications Commission
445 12th Street, NW
Washington, DC 20054

Dear Ms, Dortch:

Re: Notice of Ex Parte Presentation: Establishment of Rules and
Policies for the Digital Audio Radio Satellite Service in
the 2310-2360 MHz Frequency Band, IE Docket No. 95-91

Pursuant to Section 1.1206(a)(2) of the Commission's Rules, 47 C.F,R,
§ 1.1206(a)(2)(199l), this is to notify the Commission that on August 11,
2006, various representatives of XM and Sirius, along with their counsel, met
with FCC staff to discuss the potential for interference between the Satellite
DARS and WCS services, In particular, Robert Briskman and Riza Akturan
of Sirius, accompanied by Carl R. Frank and Michael Lewis, of Wiley, Rein
& Fielding; Robert K. Smith and Jim Blitz of XM Satellite, accompanied by
Bruce Jacobs of Pillsbury Winthrop Shaw Pittman, LLP, met with Bruno
Pattan, Ron Chase, Hung Le, Harry Wong, Robert Nelson, Rockie Patterson,
Cassandra C, Thomas, Salomon Satche, Ira Keltz, Julius Knapp, Richard
Engleman, Rod Porter and Breck Blalock, of the FCC's staff. At the meeting,
Sirius and XM proposed principles for final rules on DARS terrestrial
repeaters, the most important of which was a pfd limit of -44 dBm applied to
both DARS and WCS terrestrial transmitters. Attached are the principles
distributed to the staff.

Should you have any questions regarding this matter, please call the
undersigned,

Respectfully submitted,

lsi Carl R. Frank
Carl R. Frank

cc: Participating FCC Officials

Enclosure



PROPOSED PRINCIPLES
FOR SOARS AND WCS

• New SOARS and WCS (base stations and user terminals) site
transmission power shall not exceed an average level of -44 dBm (100
dBuV/m). This measurement shall be done at ground level with the
procedure below. Emissions measurement shall be done at full power in
a continuous transmission mode.

• Existing FCC rules and regulations that govern SOARS and WCS
emitters shall remain in effect.

• Existing SOARS and WCS repeater sites shall be grandfathered as per
the deployed repeater configurations in place as of adoption of the rules.

• Co-location of new SOARS and WCS sites with themselves, together or
at grandfathered sites is permitted if the co-locator demonstrates
acceptable interference (Le., from the aggregate overload and·
intermodulation) to operating services in the local area.

Site Emission Compliance Procedure

Compliance shall be by measurement which must be completed prior to
commencement of operation. The measurement would be performed with
an isotropic equivalent antenna approximately 2 meters AGL at sampled
locations throughout the service area by averaging the power over the
applicable 5 MHz WCS or SOARS transmission channels. Prior compliance
for license applications can be performed analytically using appropriate
propagation models on a free space basis for rural service areas and with
addition of a clutter attenuation factor for metropolitan service areas.


