
 

 

Before the 
FEDERAL COMMUNICATIONS COMMISSION 

Washington, DC 20554 
 
 
In the Matter of    ) 
      ) 
Revision of the Commission’s Rules  ) CC Docket No. 94-102 
to Ensure Compatibility with Enhanced ) 
E911 Emergency Calling Systems  ) 
      ) 
 
To: The Commission 
 

Carrier Report of Maximum Communications Cellular, LLC Regarding 
Implementation of Wireless E911 Phase II Automatic Location Identification 

 
Maximum Communications Cellular, LLC (“MaxCell”), pursuant to Section 

20.18(i) of the Federal Communications Commission’s (“FCC”) rules, hereby submits a 
report regarding implementation of wireless E911 Phase II Automatic Location 
Identification (“ALI”). 
 
I. Contact Information 
 

Scott Widor, CEO 
Maximum Communications Cellular (TRS # 827995) 
436 Great Oak Drive 
Waite Park, MN 56387 
Telephone: 320-492-8010 
Fax: 320-281-3331 
Email: scott.wider@duetip.com  
 

II. E911 Phase II Location Technology Information 
 

MaxCell deploys an Intrado handset-based UMTS Phase II solution throughout its 
service territory.  
 
III. Testing and Verification 
 

A combination of Empirical Testing Methods and Predictive Testing Methods has 
been used to gauge the accuracy of MaxCell’s ALI technology. 
 
IV. Implementation Details and Schedule 
 

MaxCell offers only ALI-capable handsets and is able to provide handset-based 
location information to the PSAP.  
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V. PSAP Interface 

 
No changes are necessary to transmit Phase II data to PSAPs. 

  
VI. Handset Information 
 

All handsets are ALI capable.  For handsets that are incompatible with its ALI 
system, MaxCell will employ round trip time (“RTT”), which uses triangulation to 
determine the caller’s location. 
 
VII. Other Information 
 

MaxCell is fully Phase II compliant throughout the State of Minnesota. 
 

Date:  September 21, 2011 


